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INTRODUCTION  

The introduction of long transmission paths with time varying charact-

eristics, television relay switching facilities and colour television creates 

the need for high quality adaptive equalisation of television signals. 

The purpose of this thesis is to investigate techniques which may be 

used to provide such an adaptive equalising facility. 

An adaptive equaliser is defined as one which can track a time varying 

transmission channel characteristic. 

A discussion of the adaptive equaliser best suited to the requirements 

of the television system is presented and a detailed theoretical and practical 

investigation of this equaliser undertaken. The practical investigation was 

made possible with the construction of an experimental equalising system. 

Chapter I briefly discusses the problem of linear distortion within a 

television channel and the methods used for evaluating the performance of the. 

channel. The concept of equalisation and the advantages of an adaptive 

equaliser are commented on. 

Chapter 2 introduces a number of techniques which may be used for the 

control of adaptive equalisers. These include the control systems proposed 
(11, 12) 	(13) 

by Lucky 	and Rudin 	and a variation of the adaptive echo canceller 

proposed by Sondhi 
(16)• 

 The control systems employing correlation techniques 

are chosen for further investigation. To the author's knowledge the use of 

correlation techniques for adaptive equalisation within a television network 

has not been presented in the literature. 

A detailed theoretical study of equalisers employing correlation 

techniques is discussed in chapter 3. This includes an investigation of a 

simplified model and a digital computer simulation. 

To allow a comprehensive investigation into the proposed methods of 

adaptive equalisation to be carried out, an experimental equaliser was built. 

The design, analysis and performance of circuits used for this experimental 

equaliser are described in appendix B. The results obtained from the equal-

iser are presented in chapter 4. 
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Chapter 5 discusses the results obtained from the experimental 

equaliser. Considerations in choosing the optimum adaptive equaliser are 

also presented. An adaptive equaliser for the television network is then 

proposed on the basis of results obtained from the investigation presented 

in this thesis. 
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CHAPTER 1  

THE EQUALISATION OF TELEVISION CHANNELS  

	

1.1 	General  

When transmitting a television picture a perfect reproduction of this 

picture is possible only if the received waveform is identical to that trans-

mitted. Any distortion of the waveform will result in deterioration of the 

ultimate picture. One of the major requirements of a television channel, 

therefore, is that any waveform distortion introduced by it must lie within 

acceptable limits. 

Distortion which may be introduced by the transmission channel can be 

classified into two classes - 

1. Linear distortion. 

2. Non-linear distortion. 

This thesis is concerned with linear distortions only. Non-linear 

effects in the practical system are assumed to be negligible and for the 

purposes of this investigation the television channel is assumed ,  to be a 

linear system. 

The effect of any distortion on the transmitted waveform must 

ultimately be judged by the subjective effect on the viewer. The performance 

of a television channel should therefore be measured in some manner related 

to the subjective degradation of a picture being transmitted by it. 

	

1.2 	Testing the Television Channel  

The performance of the majority of communication systems is tested by 

measuring their frequency response. For distortionless transmission the 

signal must be transmitted with the same gain and time delay over the 

frequency band of interest. This implies that the amplitude response must 



be flat and the phase response must be linear. In an attempt to maintain such 

a transmission characteristic a number of nonminimum phase networks are 

invariably used within a television channel. If such a channel is to be 

evaluated in the frequency domain both the amplitude and phase responses are 

required to fully describe the channel. 

For a number of reasons this method is unsuitable for testing television 

channels (1)  

1. The sine wave is in no way representative of a typical picture 

waveform, and therefore time domain evaluation is a more direct 

measure of channel quality. 

2. Measurement of the phase versus frequency characteristic is 

difficult over the required frequency range. 

3. No immediate information on the subjective effect of the distortion 

is obtained from the results of the frequency response. Thus it is 

necessary to calculate the waveform response from the measured 

characteristics. This is a very cumbersome and time consuming 

process. • 

4. There is no known method which will transform time domain waveform 

tolerances into steady state frequency response tolerances. 

Maintaining an acceptable waveform response cannot, therefore, be 

done by placing practical tolerances on the frequency response. 

Measuring the waveform response of the channel is a simple and effective 

testing method. Providing the test signals used are representative of a 

typical picture waveform then the distortion of these signals will give 

immediate information on the distortion of the picture transmitted by the 

channel. 

The requirements of a test waveform are , (2)  

1. It should be representative of commonly recurring parts of a 

television picture. signal. 

2. The shape should be simple so that the presence or absence of 

distortion can readily be observed on an oscilloscope. 
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3. The shape should be mathematically simple so that it can be 

conveniently used for calculations. 

4. The spectrum should be confined to the frequency band of interest 

so that irrelevant information is not obtained from distortions 

occurring outside this band. 

5. It should provide the most sensitive indication of any distortion 

likely to be encountered in practice so that small amounts of 

distortion can be detected. This condition can be met by using 

several waveforms, each sensitive to a particular distortion. 

6. The waveform, or an adequate approximation to it, should be 

capable of being generated in an economical and reproducible 

manner. 

Two waveforms satisfying the above conditions are the sine squared 

pulse (fig. 1.1(a)) and its time integral known as the "bar" test signal. 

Approximations of the sine squared pulse and bar pulse are obtained by passing 

the impulse and step waveforms respectively through a Thomson filter (3) 

In practice two sine squared pulses are used, the T pulse and 2T pulse. The 

T pulse has a half amplitude duration N oa.d. ) of T, where T is the reciprocal 

of twice the bandwidth of the television channel, and the 2T pulse has a half 

amplitude duration of 2T. 

As shown by fig. 1.1(b), the T pulse has a high energy content at the 

upper frequency limit of the channel and is therefore sensitive to high 

frequency distortions. However, it has the drawback of having a large number 

of frequency components above the band of interest. On the other hand, the 

spectrum of the 2T pulse falls to zero at the upper limit of the band and 

therefore it is only sensitive to mid frequency distortions. The bar is used 

as a low frequency test signal. These waveforms therefore provide a means of 

testing the complete spectrum of interest for linear distortion. 

1.3 	Estimating the Channel Performance  

To obtain a meaningful result of a performance test a single figure of 

merit is needed. A rating factor, K, has been defined in order to express the 
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subjective severity of the distortion of a picture. This K factor is defined 

relative to a standard waveform distortion which is a single echo pulse spaced 

more than 8T from the original pulse. If the distortion of the waveform under 

test is equally as annoying to an "average" viewer as a standard echo of 1% 

then the K rating of the distorted waveform is 1%. 

The use of pulse and bar test waveforms to determine the K rating of a 

transmission channel is described in appendix A. 

1.4 	Isualisation  

If the output waveform of a television channel does not meet the 

required specifications then some form of correction must be applied to the 

system. For the same reasons leading to the choice of waveform testing of the 

television channel, it is desirable that equalisation be carried out in the 

time domain. The purpose of the equaliser within the transmission path is to 

introduce a linear waveform distortion opposing the distortion produced by the 

transmission path. Predictable distortions are usually corrected with fixed 

network equalisers, while time varying and unpredictable distortions require 

adjustable equalisers. 

There are two basic types of adjustable time domain equalisers - 

1. The Spectrum Equaliser (4)
: Using this equaliser, equalisation 

is achieved by adding to the channel response successive derivat-

ives with respect to time. This method, mainly because of noise 

considerations, is not commonly used within television networks. 

2. The Delay Line (Transversal) Equaliser (5) : This equaliser is an 

application of Wheeler's 
(6)

paired echo theory. The signal to be 

equalised is passed through a multi-tap delay line (fig. 1.2) with 

an intertap delay of T. The value of T is determined by the 
1 

Nyquist sampling interval -2-B- , where B is the bandwidth of the 

system to be equalised. Equalisation is achieved by adding to the 

signal a number of its echoes. Both pre-echoes and post-echoes are 

obtained by tapping the main signal towards the centre of the delay 

line. The frequency response of the equaliser, neglecting the 



constant delay caused by tapping the main signal towards the centre 

of the delay line, is given by:- 

E0,(jw) 
a
n 

exp(-jnwT) E i (jw) 	1-- 
n= -N 

1.1 

If a
n 

<< a
o 

for 

equaliser may be approximated 

n 0 o 

E
o
(jw) 

then the amplitude response of the delay line 

by:- 

- a
o 
+ 	E 	(a

n 
+ a

-n
) cos nwT 	1.2 

n= 1 
Ei (jw) 

and the phase response may be approximated by:- 

E0 (jw) 
arg(E.(4w)) 	(a- an )  sin nwT -n 

1.3 
1 J 	n= 1 

Equation 101 indicates that the equaliser can be adjusted to approx-

imate any desired linear transfer function. The accuracy of the approximation 

will depend on the number of taps used. Equations 1.2 and 1.3 show that 

echoes with an even symmetry about the main signal affect only the amplitude 

response and echoes with an odd symmetry affect only the phase response of 

the equaliser. 

1.5 	Conclusions  

Any linear distortions within the transmission channel are readily 

corrected with a delay line equaliser when transmitting monochrome television 

signals over relatively short distances. With the introduction of more 

complex systems, such as longer transmission paths, relay switching facilities 

and colour television, the problem of equalisation will become much more 

pronounced. 

For the improved equalisation required with the introduction of these 

systems, manual equalisers have a number of inherent disadvantages. 



1. Due to the large number of taps used, adjusting the equaliser is a time 

consuming process. 

2. If accurate equalisation is to be maintained frequent adjustments will 

be required. 

3. Whenever the transmission path is altered the equaliser must be re-adjusted. 

4. A break in transmission may be required while the equaliser is adjusted. 

This can be overcome by transmitting the test signal during the vertical 
(7, 	, 

blanking interval (vertical interval testing 	8) ). Extreme care must 

be exercised while adjusting the equaliser however, to avoid introducing 

further distortion. 

The introduction of some form of adaptive equalisation would overcome 

these problems. Such a system would also be very useful for existing mono-

chrome channels which already experience difficult equalisation problems. 



CHAPTER 2  

ADAPTIVE EQUALISATION  

	

2.1 	General  

Adaptive equalisation requires the automatic control of an adjustable 

equaliser's tap settings. Major points to be considered in the design of an 

adaptive equaliser are - 

1. The choice of the adjustable equaliser to be used. 

2, The technique required to automatically control the adjustment of 

the equaliser's tap settings. 

	

2.2 	Requirements of an Adaptive Equaliser 

An adaptive equaliser used within the television network should satisfy 

the following requirements - 

1. The equalisation of a distorted channel must be accurate. This 

implies that for any distortion which is likely to be met in 

practice the K rating after equalisation must be less than 5%. 

2. It is desirable that a relatively short settling time be achieved. 

This will allow picture transmission immediately after the connection 

or alteration of the transmission path with the viewer unaware of 

any distortion present. 

3. To provide an adaptive facility, with the correction of all time 

varying linear distortions the control of the equaliser must be 

continuous. This must be achieved without affecting the programme, 

during programme transmission. 

4. The accuracy of the equaliser should not be impaired by noise within 

the transmission channel. However, this is not expected to be a 

significant factor as the S/N performance objectives of the Austral-

ian television ,network are very stringent (52 db for continuous 

random noise and 25 db for impulsive noise (7) ) • 
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5. The adaptive equaliser must be economically realisable. 

2.3 	The Orthogonal Transfer Function Generator 

To ensure a maximum rate of convergence the adjustable equaliser must 

be a variable transfer function generator with no interaction between the 

adjustable parameters. This is the property of the orthogonal variable 

transfer function generator (9, 10)  

Consider a variable transfer function generator consisting of a linear 

combination of the linearly independent transfer functions F i (s) ' F 2 (s) , 

F
N
(s) such that the resultant transfer function is given by - 

F(s) = E 	a
n
F
n
(s) 

n= 1 
2.1 

where the an 
are the adjustable parameters. The required condition for 

orthogonality, in the frequency domain, is - 

Co 

constant n = m 
1 
iTT Jr Fn (jw) 0 	(w) dw = I 

 WW 	 o n m 

where 0 (w) is the power spectral density of the input signal and the bar 
ww 

indicates the complex conjugate of the function over which it is placed. 

The condition for orthogonality in the time -domain is - 

CO 

Jr xn (t) x(t) dt = { 
constant 	n = m 

n 0 m 	2.3 . 

where x(t) and x(t) are the signal outputs of the functions F
n
(jw) and 

Fm (jw
) 

respectively. 

From equation 2.2 it can be seen that the orthogonal property 

is dependent on the spectral density of the input signal. In the case of the 

2.2 
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delay line, the transfer function for the nth delay is given by - 

Fn (jw) = exp (-njwT) 	 2.4 

The required conditions for the delay line to be orthogonal are therefore - 

00 

1f exp ((m-n)jwT) (1) 	(w) dw = 0 	for m 0 n ww 
-CO 

00 

-
1 	

4> 	(w) dw = constant 2ff 	ww 

03 

for m = n 	2.6. 

Equations 2.5 and 2.6 are satisfied by 4) (w) equal to a constant value 

for all frequencies up to 
2T  
1-Hz and zero for all frequencies beyond. 

(9) There are also a number of orthogonal systems 	which could be used 

in place of the delay line. The most common of these is the set of Laguerre's 

orthogonal functions. These functions are synthesised with the set of 

transfer functions - 

cc 	f s-cc,n F(s) = 
n 

 
s+cc.  s+cc 2„7 

where cc is a constant. Except at the input, the variable transfer function 

generator using these functions is similar to the delay line but with each 
s-cc delay replaced by the transfer function 	

cc+ (fig. 2.1). 

The condition for orthogonality for this particular' system is that 

(w) is a constant. The input signal must therefore be white noise if the ww 
orthogonal property is to be •retained. 

The main advantage of using Laguerre's orthogonal system in preference 

to the delay line is the simpler circuitry required. For the delay line a 

more complex transfer function must be realised to provide an adequate 

2.5 



12 

approximation of the delay over the frequency range of interest. The transfer 

functions — and si-c. required for the synthesis of the Laguerre functions 

however, can be realised exactly by a simple RC ladder network and an LC 

lattice network respectively. 

2.4 	Basic Principles of Automatic Equalisation 

A number of different methods for.implementing automatic equalisation 

have been investigated in the past, most of which. are variations of the 

equalisation principles as described byLucky (11, 12) andudin 
(13) 

ll 	. The 

general technique adopted by them involves transmitting a reference i_gnal 

through the transmission channel plus the equaliser and comparing the received 

waveform with a locally generated reference or ideal . signal. The error 

between-these two waveforms is used.to  control the adjustable equaliser by 

means of a steepest descent convergence criterion. 

One of two basic criteria may be adopted - 

1. Minimisation of the absolute value of the error. 

2. Minimisation of the mean square value of the error. 

2.4.1 Absolute Error Equalisation  

This technique was formulated by Lucky (11)
for the particular applicat-

ionnf equalising telephone channels for data transmission. The.method.uses 

a delay line equaliser and requires a pulse to be transmitted through the 

distorted channel. The received pulse, after passing through the 'equaliser 

is then sampled at discrete time intervals, each interval separated by the 

Nyquist sampling period T. The values obtained, h_ N  ......... YIN , are then 

compared with the equivalent values, g_N  ........ gN , of the locally generated 

ideal pulse response. The values h o  and go  are the values of the equalised 

and reference pulses at their time origin. 

The distortion of the output of the equaliser is defined by 

1 
DA  = 	E 	Ihn  - gn  I 	 2.8 

Go 
n= -N 
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Lucky has shown that when using a delay line equaliser with the tap spacing 

equal to the sampling interval, then:- 

J  a. 

9D
A 

= sgn (h. - g.) 9 	J  
2.9 

j  where a, is the value of the th
tap of the delay line and 

sgn (h. - g.) = ( +1 	h. - g. > 0 
J 	J J 	J 	-1 	h, - g. < 0 
J 	J 

Minimisation of the distortion is obtained by forcing the values of these 

partial derivatives to zero. The implementation of this steepest descent 

algorithm consists of measuring the sign of the error at each of the 

sampling instants then incrementing the appropriate tap gains in the 

opposite direction to the measured sign values. Convergence is assured 

providing the initial value of DA  is less than one. As only residual 

distortions are corrected by the equaliser this is not a severe limitation. 

2.4.2 Mean Square Error Equalisation  

Lucky and Rudin (14)
proposed a model adaptive scheme using the delay 

line equaliser and a mean square error convergence criterion. This criterion 

was the minimisation of the distortion, defined by - 

DMS 
1  = fIH(w) - G(01 2  dw 
	

2.10 

where H(w) is the equalised channel response and G(w) the ideal or model 

channel response (fig. 2.2). This was generalised by adding a frequency 

weighting function to take into account the relative importance of errors 

at different frequencies:- 

DMS = 
	IH(w) - G(01 2  114(012 dw 	2.11 

where W(w) .2  is a non-negative spectral weighting function. Parseval's 
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theorem is used to obtain the equivalent form of 2.11 in the time domain. 

DMS = f((h(t),- .g(t)) * 
	

)) 2  d(t) 
	

2.12 

where h(t), g(t) and w(t) are the impulse responses of the frequency 

functions H(w), G(w) and W(w) respectively. The symbol * is used to 

represent the convolution operation, As 

h(t) = E 	a
n 

h
u
(t - nT) 

n= -N 

where h(t) is the impulse response of the unequalised channel then, 

DMS = 
jr t E a

n 
h
u
(t - nT)*w(t) - g(t)*w(t)} 2  dt 

-co 	n= -N 

Using the same method described by Lucky (11) 
it can easily •be shown 

that D
MS  is a convex function of the tap gains a n . Thus, there is a single 

minimum of D which occurs when all 2N + 1 derivatives 3D
MS are zero. MS 
a
n 

The partial derivative of Dms  with respect to a particular tap 

setting is given by:- • 

CO 

DD
ms  

= 
a. 	

2 Jr ih(t)*w(t) - g(t)*w(t)}th u (t 7  jT)*w(t)ldt 

These equations indicate that the partial derivative of D ms  with 

respect to a particular tap setting is given by the cross-correlation of 

the error and the output of that tap. 

The equation 2.15 contains all the information required for automatic 

equalisation. Setting all the partial derivatives to zero gives 2N + 1 

simultaneous linear equations which can be solved to obtain the equaliser 

2.13 

2.14 

a 2.15 
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tap settings required to minimise Dms . On the other hand Dms  may be. 

minimised by choosing initial values of a n 
then calculating the partial 

derivatives to indicate the direction in which the coefficients must be 

adjusted. This is the algorithm for automatic equalisation under the 

mean square error criterion. 

The proposal by Lucky and Rudin (fig. 2. -3) for the implementation 

of this algorithm utilised variable attenuators adjustable in discrete 

steps of equal magnitude for the tap settings. The polarities of all the 

cross-correlations were periodically measured and the corresponding taps 

incremented one step in the opposite direction to the values obtained. 

The time interval between the measurement of the correlation polarities 

allowed steady state values to be reached thus avoiding incorrect adjust-

ments due to the transients obtained when the tap settings were altered. 

To shorten the settling time of the equaliser the period between 

tap adjustments was made relatively short during the initial part of the 

convergence to allow the tap settings to rapidly reach their approximate . 

values.. The ,period was then increased to allow the settings.to  move 

slowly, to their accurate values. 

. 
The steady state output.of.the j 

th  cross-correlator (fig. 2..3) is 
. 

given by equation 2.15. Thus any interaction between the j 
th  tap and any 

of the other taps is given by the following partial derivative - 

ap Ms 

	- 2 _Ph
u
(t - kT)*w(t)1(h u (t - jT)*w(t)} dt 

D a
k 

for k 	j 

. 
Hence the output of the j 

th  cross-correlator is linearly proportional to 

all the ak
's with the constants of proportionality the cross-correlations 

between the corresponding outputs of the delay line.. This.result.is  to 

be expected as the right hand side of eqUation.2.16 is consistent with the 

algebraic expression used for the definition of the orthogonal.property. 

(equation 2.3). 

2.16 
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So far the operation of the equaliser with an ideal noiseless 

distortion channel has been considered. Under this condition the actual 

steady state signal output of the j 
th 
 cross-correlator is proportional to 

4). Where - 
J 

0i  = (( 	an  xn (t) - y(t))(x -i (t))) 	2.17 
n= -N 

where x
n
(0 is the output signal of the n

th 
tap and y(t) is the reference 

signal. The brackets ()denote a time average. If noise n(t), a sample 

from a stationary random process, is introduced into the channel then the 

equalised signal is given by - 

zn (t) = 	an  (xn (t) + n (t)) 
	

2.18 

n= -N 

where nn (t) is the noise component of the output signal from the n
th 
 tap. 

The output of the j
th 

correlator under noise conditions is then proportional 

towhere — (P ni 

	

1(( E 	a
n 

(x
n 	

+ nn (0) - y(t))(x.(t) + n.(t))) 2.19 O n j  
n= -N 

Assuming that the noise will be uncorrelated with either the transmitted or 

the reference signals then - 

	

N 	 N 

. .. 	1(( E 	a
n 

x
n (0 - Y(0)(x.(0) + /: a n (t)n.(0) 	2.20 (Pro 	

J nn 	j 
n= -N 	 n= -N 

Comparing this equation with equation 2.17 it can be seen that any 

noise introduced by the transmission channel will reduce the accuracy of-

the equalisation of the television signal. 
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Consideration of the mean square error criterion has so far been 

confined to the delay line equaliser. This is not the only possibility 

however, as a more general equaliser using a variable transfer function 

generator defined by equation 2.1 

F(s) = 	E 	a
n 

F
n 

 (s) 

n= 1 

may be employed with the same automatic control system as shown in fig. 2.3. 

For such an equaliser equation 2.15 becomes - 

00 
3D 
3a. = 2 fCh(t)*w(t) - g(t)*w(t)lfh,(t)*w(t)}dt 
MS 

where h(t) is the impulse response of the unequalised channel cascaded 

with F.(s) and the equalised channel impulse response h(t) is now given by 

h(t) = E 	a
n 

h
n
(t) 
	

2.22 

n= 1 

If the transfer functions F 1 
 
(s) (s) 	F

N
(s) are chosen with network 

responses orthogonal to each other, equation 2.21 reduces to - 

00 =  f 11."g" "1"4(01f")*w(t)}dt 3 J 
	 2.23 

Equating this set to zero to obtain the minimum value of Dms  with respect 

tothea.,then - 
J 

2,21 

a. - 
J 

l[g(t)*w(t)}{hi (Ww(t)}dt 

 

2.24 

f°01 (0 1"..7-(0101 .(t) *w(t)ldt - 	j  00  
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•Thevalueofeacha_is then given by the cross-correlation of the 

referencesignalandtheoutputofF.(s) divided by the auto-correlation 

of the output of F(s). 

This technique is identical to the techniques described by Lubbock (15)  

and Kitamori (10) 
for self optimising control systems. 

Implementation of the control algorithm based on equation 2.24 

requires two correlators and a dividing circuit for each tap if all the tap 

settings are required simultaneously. If each tap setting can be obtained 

separately then only two correlators and one dividing circuit are required 

for the complete system. 

Unfortunately this control algorithm is not a practical proposition 

as the orthogonality of the set of functions F
1
(s) 	 F

N
(s) cannot be 

guaranteed. An orthogonal set of functions can be obtained from a set of 

linearly independent functions (10)
provided the input frequency spectrum 

is known. However, for television systems the frequency spectrum of the 

input signal is dependent on the amplitude response of the distorting channel 

and this is unknown, a phiohi. 

Another scheme which may be employed for automatic equalisation which 

is basically different to Lucky and Rudin's but has a very similar control 

algorithm is a variation of the adaptive echo canceller described by 

Sondhi (16).  The basic difference between the two schemes is that the control 

system employed by Sondhi is not based on a mean square error criterion. The 

block diagram of this system using a delay line equaliser is shown in fig. 2.4. 

The proof of convergence is presented in the following analysis. 

Iftheoutputofthej til tapisdenotedbyx.(t) + n.(t) where n(t) 

is the component due to noise within the transmission channel and x. (t) the 

signal component then - 

N 

z(t) = 	aj (t)(xj (t) + n j  (0) 	2.25 

j= -N 

is the equalised signal output. In matrix notation - 



1 9 

z(t) = AT (X + N) 	 2.26 

where A, X etc. refer to vectors which are considered as column matrices 

with elements a_N(t) a(t) and x_N(t) x(t) respectively. The 

superscript T denotes the transpose of the matrix. 

Using Wheelers (6)
paired echo theory it may be shown that the ideal 

signal, y(t), can be assumed to contain echoes of the distorted signal. 

Thus y(t) is a linear function of the outputs of the delay line - 

y(t) = LTX 	 2.27 

where L has elements 1 	.... 1N  which are assumed fixed (or so slowly 

varying that their time derivatives may be neglected). Thus, 

e(t) = y(t) - z(t) 	 2.28 

= R
T
X - A

T
N 
	

2.29 

where R =.L - A. 

Sondhi considers a function C(e) such that C(e) 	C(-e) and 

d2C(e)  
de2 	0. C(e) is therefore a monotonic non-decreasing function of the 

magnitude of e. The criterion for equalisation is the minimisation of the 

valueofC(Obyvaryingthecoefficientsa.im the opposite direction to 

• its gradient. Now, 

grad C(e) = grad C(ATX - ATN) 

= _ iv(RTx 
 ATN )(X + N) 	2.30 

where V(.) is the derivative of C(.) with respect to its argument. To 

change A along the negative of the gradient put - 
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dA = KI'j(RTX - ATN)(X + N) 
dt  

2.31 

where K is a positive constant. Equation 2.31 is the equation that 

governs the dynamic behaviour of the system shown in fig. 2.4. This system 

is then a steepest descent control system for the minimisation of C(e). 

As R = L - A and L is assumed constant then - 

dA _ 	dR 
dt 	dt 

dR
T
R  - 2RT dR 

dt 	dt 

= -2 KR
T
(X + N) r(R

T 
 X - A

T
N) 

For the noiseless case 

dR R _ _2 KRTx 	 2.34 (RTX) , 
dt 

By its definition V is a monotonic non-decreasing odd function. 
Thus,the right hand side of equation 2.34 is always negative, hence R

T
R 

the square of the length of the vector R = L - A is non increasing. The 

system must, therefore; converge with time. 

The right hand side of equation 2.33 is negative if and only if 

R
T
(X + N) has the same sign as R

T
X - ,ATN.  The convergence of the equaliser 

is then adversely affected by the presence of a noise component' on the 

received signal. However, providing the noise level is low compared to the 

received signal then the right hand side of equation 2.33 will be negative 

for a large percentage of the time and hence convergence will be essentially 

monotonic as before. 

Sondhi considers two different functions for 7; . These are a linear 
function 1r(e) = e and a nonlinear function '(e) = sgn(e). Sondhi found 

that the use of the nonlinearity led to simplified circuitry and improved 

convergence properties. The simpler circuitry is obtained . as  the correlation 

Thus 

2.32 

2.33 
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multipliers can be replaced with switched modulators. An infinite clipper 

is used to provide the function 1;- (e) = sgn(e). 

Although only a delay line equaliser has been considered for this 

automatic equalising scheme this fact has not been important in the proof 

of convergence. The only requirement has been that the vector X be derived 

fromallx.(t) in such a way that the ideal signal may be represented by 

L
T
X with a suitable choice of L. Thus, the circuit of fig. 2.4 may be 

generalised by replacing the delay line with a general variable transfer 

function generator. 

The similarity between the two automatic equalising techniques 

discussed so far is evident in figs. 2.3 and 2.4. For 1r(e) = e the 

difference between the two equalisers lies in the method used for adjusting 

the tap coefficients. Both techniques may also be employed with general 

variable transfer function generators replacing the delay lines. 

With 7(e) = sgn(e) the basic control of the two equalisers differs. 

Under this condition the equaliser indicated in fig. 2.4 does not minimise 

the mean square value of the error. 

2.5 	The Application of the Proposed Techniques Within the T.V. Net*ork  

2.5.1 Method of Operation Within the T.V. Network 

The proposed methods of automatic equalisation require a test signal 

to be transmitted through the distorted channel. To provide an adaptive 

facility the signal must be transmitted continuously and without affecting 

the picture information being transmitted. Part of the video signal 

consists of 18 to 22 horizontal lines during the vertical blanking interval 

which do not contain any picture information. Thus, it is possible to 

provide an adaptive operation by inserting the test signals within these 

horizontal lines. 

The automatic adjustment of the equalisers must, therefore, be a 

gated operation with the control circuitry operational only during the 

intervals in which the test signals are received. 
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2.5.2 Absolute Error E  ualisation 

This criterion has already been used by Arnon 
(17) for the equalisation 

of television channels. For his particular system, Arnon uses a band limited 

109 nanosecond rectangular pulse as the test waveform which is sampled at 

9.2 MHz at the receiver. The errors between the sampled response and stored 

values of the ideal response are then used to increment wide-band digitally 

controlled attenuators. 

Initial tests of the operation of this equaliser proved very successful 

with the equalisation of some very large initial distortions. 

One disadvantage of this system is the accuracy required of the sampling 

circuits. The incoming pulse must be sampled accurately and within very 

stringent timing tolerances because of the high frequencies present. 

Another disadvantage is the need for a near perfect delay line. As 

the absolute error criterion is based on the use of a perfect delay line any 

approximations made in the realisation of the delay line will result in errors 

in the equalised waveform. 

2.5.3 Mean Square Error Equalisation  

The advantage of the mean square error criterion over the absolute 

error criterion is that it may be employed with any variable equaliser 

realised with linearly independent functions F
1
(s) 	FN (s). Such an 

equaliser, by virtue of this property, will automatically adjust the tap 

settings to correct for any approximations in the realisation of the 

functions F1 (s) 	FN (s). 

The main disadvantage of this criterion and the reason why it was not 

adopted by Arnon is the need for correlators, and hence analogue multipliers, 

which must have a bandwidth of operation compatible with the bandwidth of the 

television channel. 

With the rapid advances in the technological field over the past few 

years, it appears that the technical problems associated with analogue multi-

pliers are gradually being solved 
(
1
8

' 
19, 20)

. The analogue multiplier 
(20) 

designed by Morton, 	for example, is capable of operating at video 
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frequencies to an accuracy of 1%. Also at the time of writing this thesis, 

a number of integrated circuit analogue multipliers have become commercially 

available. However, these, as yet, do not have the bandwidth required for 

video operation. 

The correlation multipliers can be replaced with switched modulators 

thereby simplifying the circuitry required. 

2.6 	Discussion 

The use of the absolute error criterion for equalisation has been 

extensively covered in the literature. This has been the result of a great 

deal of research into the use of voice frequency channels for data trans-

mission. This criterion has also been used for the equalisation of television 

channels. 

To the author's knowledge, the use of correlation techniques has not, 

as yet, been applied to the equalisation of video waveforms. However, the 

potential of an adaptive equaliser employing these techniques appears to be 

very good. The automatic equalisers discussed in section 2.4.2 are therefore 

selected for further investigation. 
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CHAPTER 3 

INVESTIGATION OF THE PROPOSED METHOD OF EQUALISATION  

	

3.1 	General  

Of the various techniques indicated in section 2.4.2 for implementing 

an automatic equaliser the technique most suited to the television system 

must be chosen. This choice must be a compromise between the accuracy of the 

equalisation, settling time and the economic realisation of the different 

techniques. 

Some points to be considered are:- 

1. The type of test signal. 

2. The optimum spectral weighting function and model channel filter 

for the television system. 

3. The adjustable equaliser. 

4. The automatic control system. 

A discussion of these points is presented in this chapter. 

	

3.2 	The Test Signal  

An ideal test signal used with the proposed method of equalisation 

should have the following properties:- 

1. A flat frequency spectrum up to at least 5 MHz. 

2. It must be possible to generate an accurate reproduction of the 

transmitted waveform at the receiver. 

3. It should be a repetitive waveform with no statistical variance 

so that the correlations may be performed in a finite time. 

4. It must be able to be generated simply and economically. 
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3.2.1 	The Sine Squared Pulse  

The sine squared pulse would be adequate as a test signal for 

adaptive television equalisation 
(21).  However such a signal is unsatisfactory 

when using an analogue correlation circuit as described in chapter 2. The 

short duration of the pulse prevents accurate cross-correlation values being 

obtained using analogue techniques. This may be overcome by sampling both the 

received and reference waveforms and calculating the cross-correlation values 

using digital techniques 
(22). 

 The cross-correlation value of the j
th 

tap, 

Orli , is then given by - 

= 	ex . Dj 	n n-j 3.1 

This method is unsatisfactory, however, because the maximum switching 

frequencies of modern digital components are not high enough to allow suffic-

iently accurate sampling of the waveforms at the required sampling frequency 

(at least 10 MHz). 

3.2.2 	Pseudo Random Noise  

One signal satisfying most of the ideal test signal requirements is 

pseudo random noise. Pseudo random noise has an energy density spectrum and 

probability density function similar to that of noise, but has the advantage 

that it is periodic and reproducible. 

Pseudo random noise is generated by filtering a maximal length 

binary sequence (23), 
 which is generated by a shift register with appropriate 

feedback. The feedback is obtained by connecting the outputs of two of the 

flip flops in the shift., register to an exclusive or gate, the output of which 

is then fed to the input of the shift register. The choice of which two flip 

flops should be used is important to obtain a maximal length sequence. A ten 

stage shift register with appropriate feedback is shown in fig. B,1 in 

appendix B. 

The length of a maximal length binary sequence is 2
N
-1 bits, where N 

is the number of flip flops in the shift register. The odd number of bits is 
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produced because the state of all flip flop outputs at zero is 'forbidden. 

In this state the output of the exclusive or gate is always zero and the 

generator will therefore remain in this state. 

-The auto-correlation function of the maximal length binary sequence, 

for the output of the generator switching between +1 and -1, is shown in 

fig. 3.1(a). It is a triangular function, two clock periods in width and 

repeating itself every 2
N
-1 clock periods. The small d.c. value is due to 

the odd number of bits in the sequence. 

The spectral density function of the sequence, obtained by the fourier 

transform of the autocorrelation function is given by:- 

00 

(nwP) 1 	1 + d sin -- ] w - nw ) (1)(w) = Ti z 6(w-0) + 	[ 2 	6(  
nw p 

n= -00 
	

2 
# 0 

1 w = 0 
where d = 2

N
-1, p is the clock period, 2ff  

wp  = 	and S(w) = {  Pd 

The spectrum is discrete at multiples of w with a normalised envelope 

defined by - 

sin (—
nwp

) 
2  

nwp 

2 

This is shown in fig. 3.1(b). The bandwidth of the signal is 0.443 times 

the clock frequency, thus by suitable filtering the spectrum of the test 

signal can be made flat over the band of interest. 

When designing a pseudo random noise generator suitable for a 

television channel there are three variables, therefore, which must be 

considered. 

1. The length of the shift register. The value of N affects the 

repetition period of the noise and hence the separation of the 

discrete spectral elements, but does not affect the shape of 

3.2 

0 w 0 
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the envelope. An .improved signal is obtained for a larger value 

of N because of the increase in the number of spectral lines 

within the passband. The value chosen must obviously be a 

compromise determined by the time interval available within the 

television signal for the insertion of this test signal. 

2. The bandwidth of the filtered pseudo random noise. For the 

Australian television network the bandwidth of the test signal 

must be at least 5 MHz. The bandwidth may be increased beyond 

this value for the 'reasons discussed in section 5.4. 

3. The frequency of the generator clock. The frequency of the 

clock is usually chosen to be twenty times greater than the 

bnadwidth required. This achieves the closest approximation to 

a signal with a Gaussian distribution for a given value of N. 

The clock frequency of the generator should, under this criterion, 

be 100 MHz. 

The operation of the generator at 100 MHz conflicts with require-

ment 4 of the ideal test signal, As a result, it may be necessary 

to use a lower frequency. A shift register which will operate at 

this frequency is technically feasible however, as some flop flops 

are capable of switching at even greater frequencies. The 

exclusive or operation at this frequency is also possible as logic 

gates with propagation delays of less than two nanoseconds are 

available. 

Thus, a pseudo random noise generator can be constructed to 

operate at 100 MHz. Careful design will be required to eliminate 

such problems as transport delay and impulse noise, thereby 

ensuring reliable operation. 

303 	The Weighting Function 

The weighting function provides a means of discriminating between the 

relative importance of the equalisation at different frequencies over the 

bandwidth of the system. The choice of the weighting function used is there-

fore dependent upon the subjective effect of the equalisation achieved. 
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Two main weighting functions are envisaged. The first is a flat 

characteristic over the full bandwidth of the system and the second is one 

which falls off at the higher frequencies. 

Consideration given to the latter characteristic is due to a 

particular property of the television signal. It is commonly known that 

the "average" television signal spectrum falls off at the higher frequencies. 

It is felt, therefore, that equalising the higher frequencies may not be as 

important as equalising the lower part of the spectrum. 

The ultimate aim of the equalisation process however, is the 

faithful reproduction of the transmitted waveform as far as is economically 

feasible. To achieve this goal, assuming that the equaliser can provide an 

adequate equalising response, then all frequencies must be treated equally. 

Thus the logical weighting function is a flat characteristic to 5 MHz, 

3.4 	The Model Channel  

The ideal model channel is a perfect low pass filter with a constant 

amplitude characteristic to 5 MHz and zero beyond. As such a filter cannot 

be realised, the model characteristic chosen must satisfy the following 

criteria - 

1. It must have an acceptable subjective response because it forms 

the basis for the equalisation of the transmission channel. 

2. The required circuit must be economically realisable. 

A model channel filter characteristic has already been,proposed 

by Potter (21). 
 His choice was made on the basis that - 

1. The filter should have a K factor of less than 0.5%. 

2. The response of the filter should have a cutoff ring which has 

the same frequency as that of the ideal filter response (5 MHz). 

The required amplitude characteristic for this response is one which 

is skew symmetrical about 5 MHz. As the maximub channel width that should be 
(24) aimed at is 5,5 MHz 	the flank of the proposed amplitude characteristic 
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extends from 4.5 MHz to 5.5 MHz with the 6 db point at 5 MHz. The actual 

flank shape chosen was a cosine function (fig. 3.2). To achieve a suitable 

approximation to this characteristic a ninth order network with five all pass 

phase equalisers was required. From a circuit complexity point of view it 

is therefore undesirable to increase the cutoff rate. 

The K factors of this model channel are less than 0.5% with the 

exception of K4 . This factor is related to the cutoff ring of the response 

and the high value (1.3%) is obtained because of the method used to calculate 

it. Potter maintains that the model should be satisfactory as the cutoff 

ring is guaranteed by the amplitude characteristic. 

A modification of this filter is discussed in section 5.4. 

3.5 	The Adjustable Equaliser 

The basic adjustable equaliser is a variable transfer function 

generator consisting of a linear combination of linearly independent functions 

Fi (s), F2 (s), 	FN(s). Consideration has been given to both orthogonal 

functions, in particular the set of Laguerre functions, and the delay line. 

The major factor in the choice of the equaliser transfer functions is the 

accuracy of the equalisation that can be achieved. 

The orthogonal functions have the advantage of simpler circuitry. 

However, it is probable that the same degree of equalisation can be achieved 

with less taps if more complex transfer functions were selected. The advan-

tage of the simpler circuits may therefore be lost because of the extra 

number of taps required. The delay line uses relatively complex transfer 

functions and has the advantage that it is already commonly used as a 

television equaliser. 

A full investigation into the optimum adjustable equaliser for the 

television system is beyond the scope of this thesis. A comparison between 

results obtained from an experimental adaptive equaliser using both a delay 

line and a set of Laguerre functions is given in chapter 4. 
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3.6 	The Automatic Control System 

Of the various control systems presented in section 2.4.2 the 

two major considerations in the choice of the control system to be employed 

are the method of tap control and the choice of the function 	Both a 

continuous and a discrete method of tap adjustment have been.discussed. 

The two functions considered for lhave been 7 .(e) = e and 1r(e) = sgn(e). 

If the discrete method of tap adjustment is employed the accuracy 

of the equalisation is dependent on the number of attenuator steps chosen. 

As the tap values will only be adjusted every 20 or 40 milliseconds (the 

field and frame rates) the larger the number of steps chosen then the slower 

will be the rate of convergence. 

Ideally the accuracy of the control system is limited by noise 

in the received signal. Thus, there is a minimum step size below which impro-

vements in accuracy will be offset by errors introduced by the control system. 

Arnon chose 255 steps for both the positive and negative gains of each tap.' 

This gave him a step to noise ratio of 6 db, which may be considered as 

operating in a noise free environment. The convergence time he achieved with 

this number was approximately 5 seconds. 

The use of the continuous method of tap control appears attractive 

because for a similar accuracy of equalisation to the discrete system the rate 

of convergence may be faster. During picture transmission the tap settings of 

the continuous system must be maintained by hold circuits. The accuracy of the 

equalisation is therefore dependent on the relative magnitude of the a.c. 

components to the d.c. component of the outputs of the correlators. If necess-

ary the effects of the a.c. components may be reduced by introducing low pass 

filters in the correlation circuits. The resultant system would then be 

similar to Lucky and Rudin's with the stepping process replaced by an integrator. 

The introduction of these low pass filters, however, would affect the stability 

margin of the system. 

The major problem associated with the continuous method is the 

realisation of continuously variable gain circuits (analogue multipliers) for 

the tap settings. The important requirement for these analogue multipliers is 
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that they reproduce the video waveform correctly. To prevent non-linea r  

distortion of the video signal, multipliers used for this purpose MUSE be 

linear for the video input. The variable gain input, however, may be of 

very low tolerance as any gain discrepancies will be corrected by the feed-

back loop. 

The choice of an infinite clipper for the function Vhas the advan-

tage of simplifying the circuit realisation of the control system. However 

the overall effect of such a modification to the system needs to be investig-

ated before being employed. For example, the infinite clipper wilt : introduce 

increased variation of the correlation outputs about their mean values. This 

has the effect of reducing the accuracy of the equalisation. It must be 

evaluated together with the different convergence rate and the simpler 

circuitry achieved before a decision is made on the use of such a scheme. 

3.6.1 The Rate of Convergence of the Equaliser  

The rate of convergence of the discrete method is determined by the 

length of the period between tap adjustments. If the attenuators are adjusted 

only once during each vertical blanking interval then the rate of convergence 

of this type of television equaliser is fixed. 

The maximum rate at which an equaliser may be adjusted is determined 

by the time required for the correlators to settle to their steady state 

values after each adjustment. This settling time is dependent on the time 

constant of the correlation averaging circuits, which would be chosen to be 

equivalent to several periods of pseudo random noise. It appears, therefore, 

that only one adjustment would be made during each blanking interval. This 

could be increased during initial convergence if required, but the settling 

time obtained by Arnon indicates that this would not be necessary. 

The continuous control method does not lend itself to an accurate and 

detailed analysis. Consequently an accurate analysis of the rate of convergence 

has not yet been established. An approximate result for this method has been 
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obtained by Sondhi. It is based on the assumptions that equation (2.34) 

dR
T
R 

dt -2KRTX V(RTX) 

can be averaged over the X ensemble and the vector R assumed independent 

of X on the right hand side. This assumption is justified if K is small and 

hence R slowly varying0 

When X is a zero mean Gaussian signal, Sondhi obtained the following 

results:- 

(Rh) = -2Ko2 (RT OR) 	for V(e) = e 

and 

c(* (RR) 	= -2Ko-  /-2-7T  (RTOR) 
T(e) = sgn(e) 

where •a is the standard deviation of x
n (t) and 0 is the N X N correlation 

matrix of the x
n (t). The brackets()denote ensemble averaging. From these 

two equations he obtained the upper and lower bounds of the convergence 

rates as:- 

A. RR k: R OR 
Amax.R 

 R min 
	 3.5 

where A . and A 	are the minimum and maximum eigen values of .O. min 	max 

3.3 

3.4 
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Thus for li(e) = e 

/r7f- R R exp( -Ka 2X0 	R 	R RI 	exp(-Ko 2 A 	t) 3.6 max It ' 0 	 it=o 	mmn 

and for F"(e) = sgn(e) 

R 
Rit=o 

- 	-KoA 2 	t< 	111 	RR1
t=o 

- /r1KaA l 	t 
Tr 	max n 3.7 

These bounds are close to each other if 0 is nearly diagonal, which is the 

case when x(t) is broadband. 

3.7 	Investigation of:a.Simplified-Model 

To enable a more detailed examination of the convergence to be 

attempted, a much simplified model was chosen for investigation. This also 

allowed the effects of an extra time constant in the correlation circuits 

and also the effects of using non Gaussian test signals to be investigated. 

The simple model is a single loop system as shown in fig. 3.3, where G(s) is 

the transfer function of the correlation averaging circuit. 

This model was chosen for the following reasons - 

1. It is a simple model of the complete system. 

2. It applies to each tap of an orthogonal multitap system with 

V(e) = e. If 	is a non-linear function such a model does 

not apply to each tap. However, it was expected that an 

improved insight into the convergence characteristics could be 

obtained. 

3. It provided a means of investigating any instabilities likely 

to be found in the practical system. 

Consider first the case where the transfer function, G(s), is an 

integrator (i.e. G(s) = .-;) and Ir(e) = e. 
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An exact analysis of the convergence does not provide a convenient 

solution when a signal such as pseudo random noise is used. The equation of 

the tap response - 

da(t)   
dt 	

+ KX
2 
 (t)a(t) = Kx 2 (t) (1.11) x(t) 

3.8 

( 
has the solution 

25)  (for zero initial conditions) 

f KX2 (U)(111 

a(t) = )(2211  Kx2We 	dr 	3.9 
X(T) 

which cannot be given in terms of ordinary functions. 

Equation 308 can be solved by either assuming a series solution then 

calculating the terms algebraically or by expressing it as a difference 

equation - 

a(tn+1 ) 	K[x(tn)y(tn) - x2 (tn) a(tn)] At + a(tn ) 
	

3.10 

These solutions, however, are not practical with a signal such as pseudo 

random noise. 

To simplify the analysis, an approximation of the response must be 

made. As an integrator is used for the correlation, it is assumed that the 

a.c. components of the output of the correlator may be ignored compared with 

the magnitude of the d.c. component. This approximation is valid provided 

the loop gain is relatively low. 

The d.c. output of the correlation multiplier is given by - 

fdc (t)  = 4)xy 	a(t) 4)xx 
	 3.11 

where f
dc

(t) is the d.c. value of f(t), (I) xy 
 is the cross-correlation of x(t) 

• 
and y(t) with time shift T = o, and cp 	is the autocorrelation of x(t) with 

xx 
time shift T = O. 
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For G(s) = 	then 

da(t)  
d(t) 

K[ (pxy  - a(t) (Pxx j 	 3.12 

The step response is therefore - 

a(t) = 	
xv

[ u(t) - exp(-1(0 t)} 
4)  

4)xx 	xx 
	 3.13 

where u(t) = 1 for t > o. 

Applying the equation obtained by Sondhi (equation 3.6) to this 

simple model it can easily be demonstrated that it is identical to equation 3.13. 

The same procedure may also be used to calculate the response of the 

system with an extra time constant in the correlation circuit. 

For 
K_  G(s) = 

s(s + S) then:- 

	

d 2a(t) 	da(t)  

	

dt 2 	dt 	xx 	xy 
+ 	+ 	a(t) = 	 3.14 

The step response for this system is identical to that of a type 1 second 

order system with the natural resonant frequency equal to /7[61-cx  and the 
damping factor given by 

If the function is altered to an infinite clipper with an output 

of ± V volts, then the value of f dc (t) will be altered. The added complexity 

resulting from the introduction of the infinite clipper prevents a relatively 

simple analysis of the convergence as achieved without the infinite clipper. 
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For the following analysis it will be assumed that the signal y(t) is given 

by - 

y(t) = cx(t) + c ixi (t) 	 3.15 

and that the two components of y(t) are uncorrelated. 

It must also be assumed that the signals x(t) and x1 (t) are 

stationary zero mean Gaussian signals and that y(t) and x(t) possess .a normal 

joint distribution function. 	Under these conditions the d.c. output of the 

correlation multiplier is given by the true cross-correlation of x(t) and 

e(t) multiplied by Booton's constant (26, 27)  

Thus only. the d.c, value resulting from the auto-correlation of 

the,x(t) component of the error signal and the input'signal.need be considered. 

Without the infinite clipper • 

f
dc
(t) =c4 	-a(t)4) 	 3.16 xx 	xx 

With the infinite clipper 

f
dc
(t) = cBc(1)xx - cBa(t)(1)xx 
	 3.17 

The constant cB is Booton's equivalent gain of the infinite clipper and is 

given by - 

CO 

cB  - 	 

Jr --  ; 7(-e)exp 	de 
	

3.18 

where 7(e) is the normalised form of the function 1r(e), and ae2  is the 

variance of the input signal to the infinite clipper. For an infinite clipper 

with an output of ± V volts the value of c B  is given by - 

3.19 
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For this particular case, if the variances of x(t) and x 1 (t) are ax 2  

and a 2  respectively, then the variance of the error signal is given by - 
N1 

2 a 	= (c-a(t)) 2 a  2 + c  2 cr  2 
1x1 

Therefore - 

V4 (c.,a(t)) 2  ax2  + 2ax 
2 

1 

As 02x = (1) 	then - x  xx 

/- V4 	(c-a(t)) 
fdc (t) = 

3.20 

3.21 

fdc (t) - 

 

V a 	 3.22 

 

• 1 xl  V/ 	
C

1 + 
(c-a(t)) z  az 

-x 

The sign of the d.c. value is dependent on whether c is greater or less than 

a(t). For c > a(t) the d.c value is positive. 

The tap response is therefore dependent on c 1 2ax  2  . 
1 

Case (i) for 

cl
2
a 

2 
xi  <<• (c-a(t)) 2a 2  

then 

fdc (t) = 	Va 
7i 	X 

3.23 
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Case (ii) for 

(c-a(t)ax2  << C1 20 X
2 

then 

Va 2  
f
dc

(t) = 	x , 	(c-a(t)) 
cl  a

x1 

If G(s) =-
K then the tap response for case (i) is given by - 
s 

a(t) = ± KVa 	t 
x 	ir 

For case (ii) the tap response is exponential with a time constant of 

a  2 
x 

KV 7 c lux 
1 

For the multitap system the value of a e  decreases with time as all 

taps converge to their appropriate values. Thus the reason for the linear 

tap response with the infinite clipper, as distinct from the exponential 

response of the linear system, is the effective increasing gain of the infinite 

clipper during convergence (equations 3.19 and 3.20). 

For most practical cases there will be a residual error which cannot 

be equalised. As the system converges, the variance of the residual error 

eventually becomes large compared with the variance of the equalisable part 

of the error signal. The tap response will then change from case (0 to 

case (11). Thus, in the practical case, the response will be linear for the 

first part, then gradually become exponential. The cross-over point between 

the two characteristics is determined by the relative magnitude of the 

residual error. 

3.24 

3.25 
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The equation obtained by Sondhi (3.7) and applied to an ideal single•

loop system, for which 

Y(t) = cx(t) 

aid 

x. =x 	=1, 
min 	max 

is identical to the result obtained for the model system (equation 3.25). 

For G(s) - s(s+8) 
 the tap response for case (i) is given, in the 

frequency domain, by - 

Iff 1 	1 	 (i) a(s) = ± KVa
x 	;2 s+8 

for c 	a(t) 	3.26 
(ii) 

If c is a positive value the initial response, in the time domain, is .given by 

a(t) = KVa 	- (3 	-- u(t) + 2- exp(-8t) + - t] 
X 	7 	 f3 

)127  1  3.27 

As there is now a second time constant in the system some overshoot of 

a(t) about c will result. Let t = t l , when a(t) = c. At t i  + At, the response 

of the system is given by equation 3.26(ii) with the initial conditions of 

c and :a(t1). The time response is then given by - 

a(t+t ) = -KVa 1/1  - -7ukti, -7-expk- 	r 	/ kit)+ -t] + a(t)[ 	 ktj- -t)]- 	j8tj 
2 	1 	1 	/ 	/ 	1 

1 	 X 	'IT 

+ cu(t) 	3.28 

This also results in a second overshoot of the value c by a(t) with the 

characteristic changing again to equation 3.26(i). The new initial conditions 

are a(t 2 ) and c. This technique must be continued until the .desired accuracy 

of the converged value is obtained. For, c, a negative value, equations 3.27 

and 3.28 must be preceded by a negative sign. 
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For case (ii) the result is again similar to that obtained for the 

linear system. The response is the same as that of a type 1 second order 

system with the natural resonant frequency given by - 

= (KV 

a  2 	• 
/71 	x 	2 w

n 	
. 

Tr cc 
1 

and the damping factor equal to 	• 2wn  

For the practical case the actual tap response will again be a 

combination of both characteristics. 

3.7.1 	Practical Investigation 

To verify the theoretical results obtained for the model system a 

practical simulation was set up on an,analogue computer. The loop gain of 

the system was purposely kept low to enable an X-Y plotter to plot the tap 

response. 

Two different correlation circuits were used, both with and without 

the infinite clipper. These were - 

1  
G (s) - 
1 	100s 

and 
1  

10s(s+1) 

The test signal used was pseudo random noise with N = 10, a clock frequency 

of 100 KHz and a filter cutoff of 5 KHz. The same signal, except for a 

difference in amplitude, was used for both the received and reference signal. 

Thus, the value of ca for both systems when using the infinite clipper ,  
xl 

was equal to zero. 

The results are shown in fig. 3.4(a), (b), (c) and (d) together 

with the theoretical response, calculated using the equations obtained in 

section 3.7. 
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The major difference between the theoretical and practical results 

obtained was caused by the accuracy of the various parameters used in the 

practical simulation. 

3.7.2 	Stability.of.the System 

During the practical investigation it was found that the system 

could be made unstable. This was achieved, with particular transfer functions 

for G(s), by sufficiently increasing the loop gain and input signal amplitude. 

Any such instabilities could not be tolerated within a practical system. 

The stability of the control system shown in fig. 2.4 is assured 

with 7(e) = e. This •is demonstrated with the analysis derived by Narendra 

and McBride 
(28). 

 They consider the time domain differential equations of the 

tap gains - 

da.(t) 

dt 
	- Kx.(t)e(t) 

t-Kx. E a (t)x (t) + Kx.( )y(t) 

	

n 	n 

or in vector notation 

A = -KXX
T
A + Ky(t)X 

Considering only the homogeneous part of 3.30 

A = -KXX
T
A 

they show this to be at least neutrally stable for all positive K by choosing 

the Liapunov function, 

V
L 

= E a
n 

 2 (t) 

= A
T
A > 0 for all A 0 

Then dVL 	T. 

	

-2A A 	
T T 

= -2KAXXA 
dt 

= -2K(X
T
A)

2 
E 0 

3.29 

3.30 

3.31 

3.32 

3.33 
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Therefore, providing that y(t) is bounded, a bounded input will 

produce a bounded output regardless of the value of K. 

The describing function concept C')  isemployed to extend the 

analysis to include the infinite clipper. It can easily be shown that the 

fundamental component of the output is not phase shifted relative to a 

sinusoidal input to the infinite clipper. Thus, within the limitations of 

the describing functions, the infinite clipper may be considered as a variable 

gain element with the gain dependent on the input signal amplitude. Under 

this condition the system is still stable as the infinite clipper may be 

considered as part of the loop gain K. 

Nb instabilities were detected within the experimental system 

using just integrators in the correlation circuits. 

With the introduction of an extra time constant the system could be 

made unstable. When using pseudo random noise as the test signal the frequency 

of the unstable oscillation obtained was a multiple of half the fundamental 

frequency of the pseudo random noise (i.e. 
nw

p  where w is the fundamental 

frequency of pseudo random noise). The most
2
common instabilities were at the 

fundamental frequency itself and the half subharmonic of this frequency. 

The conditions under which the model system is unstable may be 

obtained by analysing the feedback loop within the system using a method 

similar to the describing function technique. The effects of the reference 

signal and the d.c. component of a(t) are ignored. For pseudo random noise, 

the input signal is of the form - 

x(t) = b cos(w t + e ) + b
2
cos(2w t + 0

2 
) + 	3.34 

1 	p 	1 

If a(t) has the form (neglecting the d.c. component) - 

a(t) = a smut 

then the output of the multiplier is (neglecting the d.c. component)- 

f
ac 	= -a smut (b

1 
 cos(w t + 6 1 

 ) + b
2
cos(2w t + e

2 
 ) +  ) 2 	3.36 

= -a sinwt(B
o 
+ B

1
cos(w t +

1
)+ B

2
cos(2w t + 4)2

) + 	) 1..37 



where 

B1 2  
B' = 

//./Bo 2 + 4 	
B
o
B
1 

cos tp
l  

and 
= arcos 

B
1 

B - -2- cos tpl  

B' 

43 

nw 
For w = 	where n = 1, 2 ... the output of the multiplier has two components 

2 
at the frequency w. These are - 

1. -aB
o 

sin wt 

aB
l  2. —

2 
sin (wt + 1.1) ) for w = 1 2 

aB2 
—
2 

sin (wt + ti)2 ) for w = w 

and so on. 

	

[B
o 
+B1  cos(w t + 

1 
 ) + 	] = (b

1
cos(w

p
t + 0

1 
 ) + ...) 2  

then 
Bo 	B1 , B2  ... 

Consider the case for n equal to 1, then the output of the multiplier 

at the frequency w is given by - 

B
1  f' (t) = -a[B sin wt - - sin (wt + 

	

o 	
r )] 

ac 	 1 

	

= -aesin(wt + tp) 	 3.38 

3.39 

3.40 

= arsin F  	 3.41 

- I sin 'Pi  
B 	. 

2 

As 
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Because the output of G(s) is asin(wt)the onset of instability, for 

a phase shift, y, and a gain, G, introduced by G(s) at the frequency w, is 

given by:- 

1. 	aBG = a 

1 
That is G =

B 2 
+ 

BlL 4 - B
o
B
1 

cos *
1  

3.42 

2. 	y = 180' - * 
	

3.43 

These equations still apply for n = 2, 3 ... with the constants *n  and Bn  

substituted for *1  and Bl . 

As.B
o 	

B
1, 

B
2 °° . it can be seen from equations 3.40 and 3.41 that 

* lies within ± 90 °  regardless of the value of *
1° 

Thus for y = 90 °  the system 

is always stable. 

This analysis illustrates the form of the instabilities which may 

occur when pseudo random noise is used. Due to the difficulty of obtaining 

the practical values of B o , Bl  ... however, these results were not checked with 

the practical simulation. 

3.8 	Com uter Simulation 

For preliminary investigations into a multitap system two lines of 

investigation were started. These were - 

1. A digital computer simulation (using an Elliott 503 digital 

computer). 

2. A practical simulation. 

The first computer simulation attempted was an equalising system using 

a three tap delay line with one pre-echo and one post-echo. The control system 

employed consisted of continuous feedback loops with both an integrator and 

an extra time constant in each correlation circuit. The purpose of this 

simulation was a study of the stability, accuracy and rate of convergence of 

the multitap system. The relatively small system was employed to enable a 
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simple computer programme to be written on which the investigation could be 

based. It was hoped that the number of taps and overall complexity of the 

system could then be gradually increased to allow a comprehensive investigation 

to be carried out. 

The distortion characteristic chosen for this simulation is shown 

in fig. 3.5. The amplitude characteristic was 1 + kcos(wT) to 5 MHz and zero 

beyond and the phase characteristic was linear with zero time delay. This 

characteristic was chosen because - 

1. It can be produced by a delay line having one pre-echo and one 

post-echo with the main tap having the value unity and the two 

echo taps having the value +k (equations (1.2) and (1.3)). 

If the model channel used in the simulation is a perfect 5 MHz 

cutoff filter the three tap delay line is then capable of 

providing the required equalising characteristic. The resultant 

tap values after settling should be -k, 1, -k. The use of this 

characteristic provided a quick means of evaluating the accuracy 

of the equalisation. 

2. It is a characteristic for which the impulse response may be 

calculated very easily. This response was required to obtain 

the distorted signal time series values using digital convolution. 

For the initial simulation two computer programmes were written. 

The first programme was used for the generation of the required test 

signal. The equivalent test signal used was one period of pseudo random noise 

generated by a ten stage shift register with a clock frequency of 100 MHz, the 

output of which was then filtered by a perfect 5 MHz low pass filter. The 

time series obtained from this programme was used as data for the next programme. 

The second programme calculated the time series values of the 

distorted waveform and delayed the ideal signal time series by an amount equival-

ent to T to provide the one pre-echo. These two time series were the basis for 

the calculations required to obtain the time response of the tap settings. 
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To further simplify this initial.programme, only the two echo taps were 

adjusted. During the calculations the main tap was given the value of unity 

and was not included in the convergence process. 

A number of encouraging results were obtained from. this computer 

simulation. The accura'...'y : of the settled tap values obtained.was.within 

approximately 3%. An accuracy of this order was expected as the equations 

upon which these results were based are only approximations. Detailed infor-

mation of the time responses was not obtained, however, as.it.was evident that 

a study-of the convergence over a longer period was necessary. This was-not 

practical as the computer running time would have become excessive. The long 

running time was .due to the convolution process required for the extra time 

constant in the feedback loops. 

Although this initial programme.could have been improved to reduce 

the running time.it  was-not attempted.. It was evident.that:difficulty would 

still be encountered with the more complex programmes required.to  simulate' 

the practical system. The .removal of the extra.time constants would have 

simplified the programme to a.large extent. However, this was not attempted 

because - 

1. The convolution processes required to obtain the time series of 

the required waveforms was still relatively long. 

2. The removal of the extra time constants prevented a study of any 

instability within the multiloop system. 

3. To improve the programme sufficiently a different computing 

algorithm such as the fast fourier transform was required. However, 

there was insufficient time available to develop such a programme. 

Because of the limited time available for this investigation, work 

on the computer simulation was stopped and the extra time devoted to the 

development of the practical simulation. It was considered that the practical 

simulation would not only provide information on the performance of the 

proposed equaliser, but would also indicate possible practical problems which 

may be encountered within a television system. This would not 'be so with a 

computer simulation. 
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CHAPTER 4  

TEST.RESULTS.OF.THE.EXPERIMENTAL E UALISER 

4.1 General 

  

To allow a.comprehensive investigation into the possibility of using 

the control methods.introduced in section 2.4.2 an experimental system was 

built. The main aim of this investigation was to assess the performance of 

such a system. This included such factors as accuracy of the equalisation, 

settling time, the stability of the system and the dependence of these factor's 

on the various parameters of the system. 

As the investigation was only concerned with the performance of the 

basic automatic equaliser, a simplified system was used. The detailed problems 

of adapting an automatic equaliser to operate within a television network were 

not considered. These.problems include - 

1. Gating the test signal into the vertical blanking interval of 

the video signal. 

2. Timing the reference waveform at the receiver, and 

3. Operating the system at 5 MHz. 

The block diagram of the complete 'experimental equaliser studied is 

shown in fig. 4.1. To simplify the circuitry-required the experiMental system 

was frequency scaled relative to the real system by a factor of one thousand. 

This reduced the bandwidth to 5 KHz. 

Two analogue computers were employed in the circuit realisation. 

This minimised the circuit complexity and maximised the use of available 

equipment. The Butterworth filters indicated in fig. 4.1 were fourth order 

Butterworth filters with a bandwidth of 5 KHz. The transfer function chosen 

for the channel simulation was 

1 	where w
o 

= 2.44
10
4 and E = 0.275 

( S )2  nr  S  1  

WO 	W 0 
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The detailed.design and.performance of circuits used for the experimental 

equaliser is presented in.appendix B. 

As a study of the general equalising characteristics of the system 

was the aim of this practical investigation .a constant gain circuit was used 

as the model .channel. Thus, for.perfect.equalisation the equaliser hadto 

simulate the inverse transfer function of the distortion produced_by the 

channel simulation network. 

Initially a three tap system using a two section delay line was built 

and tested. This system contained only the basic automatic equaliser, one 

Butterworth filter and the pseudo random noise generator. The input to the 

delay line only differed from the reference signal by a constant gain factor c. 

The accuracy of the equaliser was easily tested using this system as the tap 

settings should have converged to the values a
1 
= c; a

2 
= 0 an

d a3 = O. 

After the three tap equaliser had been tested and was working satis-

factorily, the system was enlarged to ten taps. The performance of this 

system was studied using both a delay line and Laguerre functions for the 

adjustable equaliser. 

The results obtained from the experimental equaliser are presented 

in this chapter. 

4.2 	The.Three.TaR_Equaliser  

Static.Performance 

When this preliminary system was completed it was found that the 

accuracy of the equalisation obtained without the-infinite clipper-was very 

poor. Convergence could only be assured for large signal amplitudes at the 

input of the delay line and-the error signal was still relatively large after 

the tap settings had settled to their final values. For low amplitude input 

signals the tap settings would not converge at all,- the output .integrators 

would merely drift off until saturation of their amplifiers occurred. 

The cause of this poor convergence characteristic was traced to the 

d.c. offset of the correlation multipliers. For the single loop system, 

discussed in chapter 3, the relationship between the tap setting and the d.c. 
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output of the correlation multiplier, with no d.c. offset, is given by 

equation 3.11 - 

fdc (t)  = (I)xy 	a(t)q)xx 

If the correlation multiplier has a:d.c. offset.then the final.value of a(t) 

is determined by the crosscorrelation . required to cancel this d.c. offset. 

The error of the tap setting after settling is therefore directly proportional 

to the d.c. offset of the correlation multipliers and inversely proportional 

to the value of 0 . 
xx 

The static performance of the.system could have been improved with 

better zeroing of the correlation multipliers. With the trimmer potentiometers 

used in the multiplier.circuits this was not practically possible. The time 

required to adjust all multipliers to a sufficient accuracy (< 10mV) was 

excessive. It must be remembered that although the d.c, offset was sufficient 

to reduce the accuracy of the .equalisation the offset value was within the 

tolerance of the multipliers (3% of the maximum output, i.e. 0.3 volts). 

From the above equation it can be seen that increasing the values 

of both $ and 0 will reduce the effect of any d.c. offset on the accuracy . xx 	xy 
of the equalisation. This may be achieved by amplifying the error signal. 

For one particular case amplifying the error by a factor of ten reduced the 

error signal from 0,6 to 0.2 volts peak to peak. By increasing this gain 

factor the accuracy of the equalisation could have been improved even further. 

The increased gain, however, produced overloading of the difference amplifier 

before the system had converged. 

The solution to this particular problem, therefore, is the use of 

the infinite clipper in the error circuit. 

With the introduction of the infinite clipper the error signal was 

reduced to within one to two per cent of the value of the input signal to the 

delay line. Thus, the resulting accuracy obtained was better than the tolerance 

of the analogue multipliers. 
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Positive verification of the improved accuracy achieved with the use 

of the infinite clipper was obtained by considering only the main tap and 

disconnecting the two delayed taps. An identical static accuracy was obtained 

from both the linear andnon-linear systems by carefully adjusting the zero . 

of the correlation multiplier very accurately for the linear case.. Even 

deliberately applying a relatively large amount of d.c. into the integrator 

failed to prevent convergence when using the infinite clipper. 

4.2.2 	Dynamic Performance  

A brief investigation of the dynamic performance.of this system . 

was also carried out. The convergence Characteristics.were.recorded using 

an ultra-violet recorder, with each tap setting connected to one channel of 

the recorder. 

The results obtained from this system were similar to those obtained 

from the simple system described in chapter 3. The convergence rate was 

proportional to the square of the amplitude of the input signal to the delay 

line for the linear system and directly proportional to this amplitude for 

the non-linear system. The tap responses of the linear and non-linear systems 

were exponential and linear respectively. With extra time constants in the 

correlation circuits the characteristic overshoots and resulting oscillations 

of the tap settings about their final values were obtained. 

These characteristics were the same for all three taps. For identical 

correlation circuits the convergence characteristics of all three taps were 

almost identical. With the linear system, even altering the initial value of 

any of the taps had no significant effect on the response of the remaining 

taps. This indicated that it was an orthogonal system. From the autocorrelat- 

ion function of the output signal of the Butterworth filter, shown in fig. 4.11, 

it can be seen that this was almost the case. 

To demonstrate the effect of this property the variation of the two 

delayed taps about their mean values caused by the oscillation of the main tap 

was recorded. This was achieved by adding a large time constant to the 

correlator of the main tap. With the convergence of the tap values from 0, 

-0.5, -0.5 to 0.5, 0, 0 the main tap oscillated about its final value with a 
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relatively large amplitude long after the other taps had converged. No 

appreciable variation of the second tap could be observed after it had 

converged to zero. The third tap, however, oscillated with a constant phase 

relationship relative to the main tap with an amplitude of approximately 2% 

of that 	main.tap. This result was•expected.because the value of the 

autocorrelation function.of the input_signal to the.delay line (fig. 4.11) 

at the delay T is less than the value at'2T. 

4.3 	Static:Accuracy.of.the,Completed.Experimental Equaliser  

The results of the static accuracy obtained by the experimental 

equaliser were measured under ideal noise conditions (i= co). The effects 

of noise on the received signal are discussed in section 4.6. The test 

signal used was pseudo random noise with a clock frequency of 100 KHz and the 

value of N equal to ten. 

Unless otherwise mentioned, the infinite clipper was used during 

convergence to ensure the correct performance figures were measured. 

4.3.1 	The Delay,Line Equaliser  

To provide accurate equalisation the timing of the reference signal 

relative to the received signal is very important. To illustrate this fact 

the delay between the "transmitted" and reference signals of the experimental 

equaliser was varied and the resultant effects on the accuracy of the equal-

isation investigated. 

The r.m.s. value of the error voltage was 	after the system 

had settled fora particular value of the delay. All other.parameters were 

kept constant and the process.repeated for different delay.values. The graph 

of the results is shown in fig. 4.2. 

This graph illustrates the two major factors that affected the 

accuracy of the equalisation. The first is the time delay of the "transmitted" 

signal produced by the distortion. The positioning of the taps relative to 

the input signal is therefore very important. For the practical television 

system this is determined by the timing of the reference waveform relative 

to the received signal. 
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The second factor is the relative number of pre-echoes and post-

echoes of the received signal generated by the delay line. Increasing the 

delay of the reference signal by 100 microseconds was equivalent to moving 

the main tap one section down the delay line, thereby producing one extra 

pre-echo and one less post-echo. 

From fig. 4.2 it can.be  seen that a minimum value of the error 

occurred at the time delay values of (100k + 70) microseconds, where k = 0, 

1 ..., 10. .Thus, the.expected value of delay introduced by. the channel 

simulation filter is 70 microseconds. This was proved correct by measuring 

the cross-correlation function of the input signal to the channel simulation 

filter with the_output of the filter (fig. 4.3). The.maAmum value.of.this 

function is at a delay value of 70 microseconds. 

Fig. 4.2 also indicates that for the system having from one to 

four pre-echo taps the minimum value of the error obtained was approximately 

constant. The absolute minimum value measured was for the delay of 470 micro-

seconds. The accuracy of the equalisation achieved for the reference signal 

delayed by 470 microseconds is illustrated by the pulse response and frequency 

characteristics of the equalised simulation channel (figs. 4.4 and 4.5). 

The 2T pulse response was measured by holding the tap settings and 

replacing the pseudo random noise input signal with the sine squared pulse. 

Thus, the equalised pulse must be compared with the response of the Butter-

worth filter (fig. B.5 in appendix B) to establish the accuracy of the equal-

isation. 

The equalised pulse has a K2T  rating of approximately 2.1 compared 

with the unequalised pulse 7.0 (fig. B.7) and the reference pulse 1.15 

(fig. B.5). This indicates quite a marked improvement in the performance of 

the simulated channel. 

To measure the delay versus frequency response of the equalised 

channel a low frequency generator was connected to the input of the channel 

simulation filter. A phase meter was used to detect the phase shifts, cP 1  

and (i)2' 
between the input to the channel simulation filter and the output 

of the summation amplifier, at the frequencies w l  and w2 . The time delay, 
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T , was then calculated from the relation:- 

(02 - (0 1  

' w2 	wl 
4.1 

Because of the logarithmic,, frequency scale on the signal generator the 

accuracy of the higher frequency results was very limited. The time delay 

graphs of the equalised responses are therefore not accurate plots. The 

unequalised response, however, was calculated theoretically. 

These curves also indicate the marked improvement in the trans-

mission characteristic after equalisation. 

To complete the static measurements, the effect of varying the 

length of the pseudo random binary sequence (by varying the value of N) on 

the static accuracy of the equalisation was investigated. To carry out this 

investigation the r.m.s. amplitude of the reference signal and the output of 

the channel simulation filter were maintained at constant values. The r.m.s. 

amplitude of the error was then measured after the system had settled for 

each value of N. The delay between the reference and "transmitted" signals 

was kept at 470 microseconds. To obtain this delay with the signal generator 

used the maximum value of N was limited to ten. 

With the output of the simulation filter and the reference signal 

set at 0.7 volts and 0.5 volts respectively, the error voltage varied insig-

nificantly from 0.1 volts for N taking the values ten, nine and seven. A 

slight increase was noticed for N equal to seven but the change was not 

sufficient to be measured with the voltmeter used. 

For N equal to six or five the system would not converge when using 

the infinite clipper. However, without the infinite clipper and with the 

correlation multipliers adjusted for minimum d.c. offset, correct equalisation 

could still be maintained for both these values of N. Switching the infinite 

clipper back into the circuit after the taps had settled to their final values 

again produced divergence from the equalised condition until all the integrators 

reached saturation. 
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It must be noted that, for these two cases, the period of the pseudo 

random noise was shorter than the dispersion produced by the channel simulation 

filter. Lucky and Rudin have indicated that if the period of the pseudo random 

noise is shorter than the length of the dispersion of the channel the cross-

correlators will react to properties of the test signal rather than properties 

of the channel. This provides a good example of the need for a relatively 

high value of N to obtain convergence for all distortions likely to be found 

in practical situations. 

4.3.2 	The Laguerre Functions  

A major difference between the Laguerre functions and the delay line 

is that the delay line may simulate a perfect transmission channel with just 

the main tap. Because of the low pass filter at the input of the Laguerre 

variable function generator, a number of Laguerre functions must be used. 

For this reason the accuracy of the equalisation obtained using the Laguerre 

functions was first measured without the channel simulation filter being 

used in the system. The delay between the two test signals was set at zero. 

The value of cc chosen for the Laguerre functions was 20.95 10 3  radians per 

second. This value was based on the value used by Sondhi, that is two thirds 

the bandwidth of the system. 

The resulting 2T pulse response is shown in fig. 4.6(a). From this 

response which has a K2T  factor of 2.2, it is obvious that more than ten taps 

were required. This was also evident from the value of the tenth tap, which 

was at 6% of the value of the first tap. 

The effects of varying the value of cc relative to the cutoff frequency 

of the system were also investigated. Instead of varying the transfer functions 

of the Laguerre networks however, it was far simpler to change the cutoff 

frequency of the Butterworth filter patched on the analogue computer by alter-

ing the feedback condensers in the inverse ratio to the frequency change. 

Because no delay was required between the reference and "transmitted" signals 

the output of this filter was used for both these signals. To compensate for 

the alteration in the bandwidth of the system the half amplitude duration of 

the 2T pulses were also adjusted to maintain the .correct frequency relationship. 
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The equalised response with the value of cc equal to the bandwidth 

of the system is shown in fig. 4.6(b) and with cc equal to half the bandwidth 

in fig. 4.6(c). 

• To investigate the effect of varying the delay between the reference 

and "transmitted" signals when using the Laguerre function •generator (cc = 2-B) 
3 

the same procedure was adopted as previously used for the delay line. The 

results, without the channel simulation filter, are shown in fig. 4.7. 

The best equalisation was achieved with a delay of 10 microseconds. 

The improved equalisation, compared with the result using no delay (fig. 4.6(a)) 

can be seen from the pulse response shown in fig. 4.8 (K 2T  factor 1.16). 

With the introduction of the channel simulation filter the best 

equalisation was achieved with a delay of 90 microseconds. The equalised pulse 

and frequency responses are shown in fig. 4.9 and 4.10. The K 2T rating of this 

pulse response is approximately 4.7. This poor K 2T  factor, the result of the 

distortion occurring more than 8T from the pulse, could have been reduced by 

a larger equaliser. The frequency responses also indicate that the quality 

of the equalisation was poorer than that obtained with the delay line equaliser. 

4.4 	Dynamic Performance of the Experimental Equaliser  

To measure the dynamic performance of the completed experimental 

equaliser a U.V. recorder was used to record the mean square value of the error 

during the convergence process. The circuit used to obtain the mean square 

error was the same as that used for the cross-correlation measurements 

(appendix B, fig. B.25). The time constant of the low pass filter was chosen 

to minimise the a.c. component of the signal on the recorded output but with 

a sufficiently high cutoff frequency so as not to distort the convergence 

transient. 

4.4.1 	The Delay Line Equaliser  

An extensive investigation of the dynamic performance of this equal-

iser was carried out. This included measuring the system's performance both 

with the channel simulation filter connected and without any distortion •in the 

"transmission" channel. 
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From the U.V. records obtained, using integrators only in the 

correlation circuits, the following observations were made - 

1. With the infinite clipper in the error circuit the settling 

time was - 

(a) Inversely proportional to the r.m.s. value of the input 

voltage to the delay line. 

17—rl  (b) Directly proportional to the value of 	R RI 
t = 0 

(c) Inversely proportional to the gain of the feedback loops. 

2. Without the infinite clipper the settling time was,- 

(a) Inversely proportional to the mean square value of the 

input voltage to the delay line. 

(b) Independent of the value of /121 t = 0 
(c) Inversely proportional to the gain of the feedback loops. 

These results substantiate the linear transient response obtained 

with the infinite clipper and the exponential transient response obtained 

without the infinite clipper, as shown theoretically in chapter 3. 

Some of the settling times measured, together with the system 

parameters used, are shown in the following table. Because of the exponential 

characteristics measured, the results indicated were the times taken for the 

mean square value of the error to settle to within 5% of its initial value. 

Amplitude of input signal 

no distortion in with channel 
"transmission" simulation filter 
channel 

to the delay line (v.r.m.s.) 1.5 1.5 

Amplitude of reference 
signal 	(v.r.m.s.) 1.0 1.0 

Delay of reference signal 
(microseconds) 300 470 

Correlation averaging circuit 
transfer functions (G(s)) 

10 10 

Output of clipper (volts) +8 ±8 

Settling time with clipper 
(95%) 	(seconds) 0.48* 0.73 

Settling time without clipper 
(95%) 	(seconds) 6.0 7.3 
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With the exception of the result marked with an asterisk the nature 

of the recorded traces limited the accuracy of the measured results to approx-

imately 5%. The limited accuracy was the result of a.c. components on the 

recorded signal and the very flat slopes recorded during the latter stages of 

convergence. In the case of the marked result the rate of convergence was 

sufficiently fast to enable an accurate estimate of the settling time to be 

made. 

The dependence of the settling times on the orthogonal property is 

readily demonstrated with these results. 

From the experiments performed with the three tap equaliser it was 

noticed that the tap responses were typical of an orthogonal system. To 

extablish this fact the auto-correlation function of the output of the Butter-

worth filter was measured, and the results shown in fig. 4.11. From this 

graph it can be seen that using the delay line equaliser, with each delay 

section providing a delay of 100 microseconds, the resulting system is very 

nearly orthogonal. 

The autocorrelation function of the output of the channel simulation 

filter is shown in fig. 4.12. This figure illustrates the loss of the orthog-

onal property with the introduction of this distortion. 

The effect on the settling times can be seen from the results 

obtained without the infinite clipper. For this case the settling times are 

independent of the value of /Wt = • I 	While the amplitude of the input 
0 

signal to the delay line was constant there was an increase in the settling 

time by a factor of approximately 1.25 with the introduction of the channel 

simulation filter. 

The settling times obtained, without the channel simulation, were 

compared with theoretical results, calculated using equations 3.6 

and 3.7 

exp(-Ka 2 A
max

t) 	/JR V/ RTR1 
= 0 	 t=0 

exp (-Ka2 X
min

t ) 

      

RTRi 	- 	KaX t• I/ RTR = 0 	7 	max. 
-121  Ko-X 2  t=u 	Min 
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with A 	= A 	= 1. The two sets of results agreed to within the accuracy 
mm n 	max 

that the system's parameters could be measured. 

From the above equations it can be seen that the two responses are 

essentially linear or exponential depending on whether or not the infinite 

clipper is employed. Due to the inequalities, however, the rate of convergence 

of the linear response or the time constant of the exponential response, may 

change as the equaliser settles. When using the channel simulation filter it 

was observed that the rate of convergence of the linear response decreased 

with convergence and the time constant of the exponential response increased 

with convergence. When using the infinite clipper, it must also be remembered 

that during the latter stages of convergence the effect of the residual error 

is to decrease the rate of convergence (equations 3.23 and 3.24).. 

If a second time constant was placed in any of the correlation 

circuits then unstable oscillations at multiples of half the pseudo random 

noise repetition frequency could be introduced by sufficiently increasing the 

loop gain of the circuit. This instability could be introduced both with and 

without the channel simulation filter in the circuit. 

With the infinite clipper it was noticed that the unstable condition 

occurred only after a significant settling period. This was obviously due to 

the increasing gain provided by the infinite clipper as the error diminished 

and the instability being produced after the critical loop gain value was 

reached. 

4.42 	The Laguerre Function Equaliser  

The investigation of the dynamic performance of this equaliser 

followed similar lines to the investigation of the delay line equaliser. 

The U.V. recordings taken indicated that the linear and exponential 

characteristics also applied to this system. The settling time, measured 
2 

for cc = 
j
-B, together with the system parameters used are shown in the 

following table. 
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no distortion in  
"transmission" 

channel  

with channel  
simulation filter  

    

Amplitude of input signal to 
Laguerre functions (v.r.m.s.) 

Amplitude of output signal of 

1.91 1.89 

Laguerre functions 	(v.r.m.s.) 1.5 1.5 

Amplitude of reference signal 
(v.r.m.s.) 1.0 1.0 

Delay of reference signal 
(microseconds) 10 90 

Correlation averaging circuit 
transfer functions (G(s)) 

10 10 

Output of clipper (volts) + 8 + 8 

Settling time with clipper 
(95%) 	(seconds) 1.73 1.38 

Settling time without clipper 
(95%) 	(seconds) 18.6 22.98 

Comparing these results with those obtained for the delay line it 

can be seen that the settling times were much greater with the Laguerre 

functions. The reason for this is readily demonstrated by the cross- 

correlations of the output signals, shown in fig. 4.13. This figure illustrates 

the loss of the orthogonal property when not using a wideband signal with these 

functions. 

The cross-correlation values of the output signals of the Laguerre 

functions, without the channel simulation filter in the circuit were also 

measured for each of the other two values of cc used previously (fig. 4.14). 

Further investigation of the dynamic performance of the Laguerre 

function equaliser produced similar results to those obtained for the delay 

line equaliser. These included - 

1. When using the infinite clipper the rate of convergence decreased 

with convergence. 

2. Without the clipper the time constant of the transient response 

increased with convergence. 
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3. Adding a second time constant to the correlation circuits 

produced similar instabilities to those recorded with the 

delay line equaliser. 

4.5 	The.Effect.of Noise on.the.Static Accuracy of the Equaliser  

To complete the investigation of the performance of the experimental 

equaliser the effect of noise on the static accuracy of the system was 

analysed. From equation 2.20 - 

- ( EallIcr t)) + 	a n (t)n.(t) (I) . 113 	 n n  j 

n= -N 	 n= -N 

it can be seen that the impairment by noise on the static accuracy of the 

equaliser is dependent on three •factors - 

lc The amplitude of the noise. 

2. The cross-correlation values of the noise components of the 

tap output signals. 

3. The values of a
n

. 

The impairment is therefore dependent on both the characteristics of 

the noise and those of the transmission channel. 

The effect of the amplitude of the noise on the static performance 

of the equaliser was measured by allowing the system to settle with noise 

added to the "transmitted" signal. The tap settings were then held and the 

noise removed from the "transmitted" signal. The effect on the accuracy of 

the equalisation was then measured by observing the r.m.s. value of the error 

signal. As the error of an ideal noiseless system is proportional to the 

amplitude of the reference waveform, the measured error voltages were 

normalised by dividing the results by the r.m.s. value of the reference signal. 

Experiments were performed with the noise introduced both before 

and after the system had settled. 
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Initial results using the delay line were measured without the 

channel simulation filter in the circuit. For a noise bandwidth of 5 KHz 

the resulting error amplitude was measured for a number of input signal to 

noise ratios. The graphs of the results of this test both with and without 

the infinite clipper are shown in fig. 4.15 (graphs (a) and (b)). 

Because the received noise spectrum is often wider than that of the 

transmitted signal the frequency cutoff of the noise filter was increased 

to 7.5 KHz The results obtained using this filter together with the infinite 

clipper are shown in fig. 4.15 (graph (c)). 

Similar results, obtained when using the channel simulation filter, 

are also shown in this figure (graph (d)). This set of results only varied 

within 2% when the noise was introduced into either the Butterworth filter, 

the channel simulation filter or directly into the delay line. 

The final graph (e), in fig. 4.15, was the result of measurements 

taken using the Laguerre functions with the infinite clipper and without.the 

channel simulation filter. 

As mentioned previously these experiments were conducted with the 

noise introduced both before and after the equalisers had settled. From the 

values measured it was found that in all cases the results were the same, 

within the accuracy of the equipment used. 

The impulsive noise performance objective (S/N ratio) for the 

Australian television network is 25db. This represents the most severe noise 

figure to be expected within the network. Thus, the graphs shown in fig. 4.15 

indicate that the noise within the transmission channel would have little 

effect on the equalisation under this condition. Even if this impulsive noise 

could produce any noticeable distortion, it would be removed during the equal-

isation period within the following vertical blanking interval. Noise is 

therefore not expected to be a problem with this form of equalisation. 

To illustrate the effect of a large noise component on the resultant 

equalisation, several pulse responses were photographed after the system had 

converged with a S/N ratio of zero db. These are shown in fig. 4.16. 
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Fig. 4.16(a) was the result using the delay line without the channel 

simulation filter and fig. 4.16(b) the result with the introduction of 

this filter. The result using the Laguerre functions without the channel 

simulation filter is shown in fig. 4.16(c). In all three cases the 

equalised pulse height after settling without noise added to the "transmitted" 

signal would have been four divisions. 
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CHAPTER 5  

FURTHER CONSIDERATIONS OF THE ADAPTIVE TELEVISION EQUALISER 

5.1 	General  

The definite potential of the proposed method of equalisation has 

been demonstrated by the results obtained from the experimental system. The 

performance achieved by the experimental equaliser, however, would have to 

be improved upon to meet the specifications required of a practical equaliser. 

Although the 2T pulse response of the equalised channel, using the experimental 

delay line equaliser was well within television specifications, it can be seen 

from the amplitude and phase responses that the equalised characteristics were 

not of sufficiently high standard. With the Laguerre functions the standard 

of equalisation was even lower. 

An important objective in the design of the experimental system was 

the simplicity of the circuits used. This minimised both the construction 

time and the cost of the electronic components. One means of improving the 

static performance of the experimental equaliser therefore, would have been 

the use of more sophisticated circuitry to improve the overall circuit perform-

ance. 

Neglecting any imperfect performance of circuits within the equaliser, 

the accuracy of the equalisation is dependent on the following factors - 

1. The number of taps within the adjustable equaliser. 

2. The resolution of the tap settings. 

3. The accuracy of the timing between the received and reference 

waveforms. 

If more than ten taps had been employed better equalisation would 

have been achieved by both the delay line and the Laguerre functions. This is 

clearly illustrated by the equalised pulse response obtained in both cases 

(figs. 4.4 and 4.9). 
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For the delay line this fact is also emphasised by the equalised 

amplitude characteristic (fig. 4.5). From this figure it can be seen that to 

a first approximation the equalised amplitude characteristic can be represented 

by the equation 

111001 = 1(0  + kncos nwT 

where n = 5, k
o 

and k
n 

are constants. To represent the characteristic more 

accurately then values of n greater than five must also be considered. With 

reference to equations 1.2 and 1.3 it is readily demonstrated that a larger 

number of taps are required to further improve the equalisation. 

Using a continuous method of tap control, as in the experimental 

equaliser, an infinite tap resolution can be obtained. However, the accuracy 

of the tap settings is dependent on the presence of a.c. components on the 

output signals of the cross-correlators. This fact is discussed in section 

5.6.2 and is shown to be a negligible problem. 

The timing of the reference waveform relative to the received wave-

form is very important if optimum use is to be made of the adjustable equaliser. 

This has already been demonstrated by figs. 4.2 and 4.7, with the experimental 

S ystem. 

The minimum delay adjustment provided by the signal generator used 

was ten microseconds. Examining closely the results, illustrated by the graph 

in fig. 4.2, it can be seen that this delay variation was not fine enough to 

produce the best equalisation possible. An acceptable minimum delay adjustment 

would have been one microsecond. This corresponds to a timing accuracy of 

one nanosecond for the practical system. Arnon has also shown, for his partic-

ular system, that .a tolerance of the order of one nanosecond is required to 

produce an acceptable equalised delay characteristic. The accuracy of the 

equalisation provided by the experimental system could have been improved 

therefore, had the minimum delay adjustment between the two pseudo random 

noise signals been much finer. 
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Considering the limitations of the experimental equaliser, the 

static accuracy results indicate that a satisfactory performance could be 

expected from a television equaliser based on the same principles. 

The settling time of the practical television equaliser using a 

continuous method of tap control may be calculated by assuming the practical 

equaliser to be a frequency scaled version of the experimental system. Under 

this condition the settling times of the practical equaliser are one thousandth 

the settling times measured for the experimental system. 

The settling times obtained with the experimental delay line equal-

iser for 95% convergence were of the order of 0.7 seconds with the infinite 

clipper and seven seconds without it. 	Thus, the equivalent settling times for 

a frequency scaled practical television equaliser are 700 microseconds and 

seven milliseconds respectively. 

Because the television equaliser can only be adjusted during the 

vertical blanking interval the overall time taken for the practical equaliser 

to settle will be much longer. The time interval between horizontal synchron-

ising pulses is 59 microseconds. The insertion of the test signal for one 

complete horizontal line per frame will give an overall settling time of 

approximately 0.475 seconds when using the infinite clipper. Without the 

infinite clipper the settling time required is approximately 4.75 seconds. 

These figures would be halved if the equaliser were allowed to 

converge during one line per field. 

The actual rate of convergence of the television equaliser will 

depend on the circuit parameters usedn These must be chosen to suit the 

specific requirements of the television channel. The above results give an 

indication of the convergence times that may be expected when using the contin-

uous tap control method. The effects of varying any of the circuit parameters 

may be calculated using the theoretical results discussed in chapter 3. 

The settling time results indicate that the rate of convergence of 

the continuous equaliser would be satisfactory. These times compare favourably 

with the settling time of five seconds expected of the discrete tap control 

method, with a tap resolution of approximately ± 255 steps and the taps 
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adjusted once per frame, as obtained by Arnon. 

The performance of the experimental equaliser has indicated that 

such an equaliser is expected to provide the quality of equalisation and the 

dynamic performance required of a television equaliser. It has also indicated 

the relative performance which may be expected between the delay line and 

Laguerre function equalisers, the performance of the system in the presence 

of noise, and the performance of the continuous system with extra filtering 

provided in the correlation circuits. 

With this knowledge in mind the design of the equaliser best suited 

to the requirements of the television channel can be considered. This is 

discussed in the remaining sections of this chapter. 

5.2 	The Test Signal  

The length of the binary sequence generator is considered in this 

section. In choosing the value of N there are several factors which must be 

considered - 

1. The length of the time slot during which the test signal may 

be transmitted. 

2. The minimum length of the binary sequence generator required 

for adequate equalisation. 

3, The desirability of a complete number of pseudo random noise 

periods to be transmitted. 

The time available for the transmission of the test signal within 

one horizontal line is 59 microseconds. Using a pseudo random noise generator 

with a clock frequency of 100 MHz and N equal to 9, 10, 11 and 12, the periods 

of the generated signals are 5.11, 10.23, 20.47 and 40.95 microseconds 

respectively. 

The number of complete periods, of these particular signals, which 

may be inserted within one horizontal line are 11, 5, 2 and 1, with the 

resulting transmission times of 56.21, 50.15, 40.94 and 40.95 microseconds. 
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There are several advantages in choosing a relatively small value 

of N, the most obvious of which is the simpler noise generator required. The 

shorter signal period produced allows the cross-correlation values of the 

discrete system to be averaged over a number of periods of the test signal. 

For smaller values of N more efficient use can be made of the time•

available within the horizontal line because the signal may be transmitted 

• for a longer period of time. A significant amount of time must be available 

within the horizontal line, however, during which the test signal is not 

transmitted. This must be provided to prevent the horizontal synchronising 

pulses from affecting the equalisation and to allow any signal transients time 

to decay. 

The advantage of using a larger value of N is the improved distri-

bution and spectral properties of the test signal. 

The value of ten is a suitable compromise between these factors. 

Using this value there are approximately nine microseconds within the duration•

of the horizontal line in which the test signal is not transmitted. 

5.3 	Synchronising the Test Signals  

The need for accurately synchronising the reference and received 

waveforms has already been adequately demonstrated in chapter 4. Practically, 

this will involve controlling, very accurately, both the frequency of the two 

pseudo random noise generator clocks and the relative phases of the two wave-

forms. The timing accuracy must also be independent of any distortion within 

- the channel. 

Crystal oscillators must be used to maintain the frequency of the 

generator clocks within the required accuracy. 

Two methods of synchronising the waveform generators have been 

described in the literature, one by Lucky and Rudin 
(14)

and the other by 
Arnon (17) 

The method described by Lucky and Rudin was designed specifically 

for the mean square error equaliser and may be used regardless of what type 

of adjustable equaliser is employed. 
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This technique is based on the fact that the autocorrelation 

function of pseudo random noise has the shape as indicated in fig. 3.1. (A 

smoother function is generated at the equaliser because of the filtering action 

of the W(w) weighting function). 

An estimate of the arrival time T
a 
of the received signal x(t) is 

required, from which the reference signal y(t) can be correctly synchronised. 

The maximum likelihood estimate of T
a under the assumption that the test signal 

is Gaussian, white and additive, is found by adjusting T a  so that - 

q(T) = ri y(t + Ta) x(t) dt 
	

5.1 

is a maximum. 

Because of the noise component in x(t) there will be some ambiguity 

in deciding where the maximum of q(T) is, but this ambiguity can be reduced 

by increasing the length of the observation time t l . For a distorted signal 

xd (t), only an approximation to the maximum likelihood estimate of T
a 

i
s 

obtained. Again - 
t
1 

q(T) = ji y(t + Ta) xd (t) dt 	 5.2 

is maximised. 

This has already been demonstrated by the results indicated in 

chapter 4. Near optimum performance was obtained from the delay line equaliser 

(fig. 4.2) for a reference signal delay, relative to the main tap, equal to 

the delay for the maximum of the cross-correlation between the received and 

reference signals (fig. 4.3). 

To find the maximum of q(T a), assuming it to be convex function, 

the partial derivative of equation 5.2 with respect to T ais set to zero. 

aq(T
a

) 	il 

BT
a 
	- 0 = j 	y(t + T

o
) x

d 	
dt 	5.3 

where i(t) is the time derivative of y(t). The correct reference signal timing 
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can be obtained by using another cross-correlator to correlate the signals 

y(t + Ta) and xd (t) and adjusting the phase of the generator clock according 

to the sign of the output of the correlator. 

Such an approach cannot be used directly however, as q(T) will 

not be a convex function. This is readily demonstrated by the graph in 

fig, 4.3. 

Lucky and Rudin overcame this problem by using two successive modes 

to search for the absolute maximum. The first mode was designed to roughly 

line up the reference signal with the received signal as it appeared at the 

main tap. This coarse alignment was achieved by performing the cross-correlation 

indicated by equation 5.2 and adjusting the phase of the reference timing signal 

until the output of the cross-correlator reached a predetermined threshold. The 

function q(T) could then be assumed to be convex over a small region about 

this position. The second mode was then the application of the technique 

indicated by equation 5.3. 

As the television system is a synchronised system sufficient timing 

information could be extracted from the received signal to obviate the necessity 

of using the coarse adjustment mode for the television equaliser. 

The problem with using the technique indicated by equation 5.3 for 

the television equaliser is that the test signal is only transmitted for a very 

short period of time. Under this condition there will be insufficient time 

for the timing of the reference signal to be adjusted correctly before the 

commencement of the equalisation process. 

This problem may be overcome by transmitting a test sequence within 

the horizontal line preceding the line in which the equalisation process is 

performed. Once the two generator clocks have been synchronised the phase of 

the reference generator clock would be locked ready for transmission of the 

actual test signal. Thus, synchronisation of the two signal generators is 

achieved before the equalisation process commences. If required, the phase 

of the reference generator clock may also be controlled during the equalising 

period. 
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The method used by Arnon for synchronising the two waveforms 

involves transmitting a timing reference over the channel and synchronising 

both waveforms relative to this timing reference. This method was designed 

for use with Arnon's absolute error equaliser and is not as suitable for the 

proposed method of equalisation as the technique described by Lucky and Rudin. 

Using this method the timing reference would be provided by a 

5 MHz crystal oscillator at the transmitter which is locked to a 100 MHz 

clock. A short burst would be cut from the 5 MHz oscillator and added to 

the horizontal line preceding the line in which the test signal is transmitted. 

This burst provides a timing reference, relative to the 100 MHz oscillator, at 

the transmitter, which can be extracted at the receiver. 

At the receiver, the zero crossings of the 5 MHz burst would be 

detected and used to phase lock the local 100 MHz oscillator. The last cycle 

of the 5 MHz burst would then be detected and used as the timing reference 

from which the reference signal generator would by synchronised. After a 

predetermined number of cycles of the 100 MHz oscillators following this 

reference both oscillators would be connected to their binary sequence 

generators. Viewed from the receiver, both signals would commence at the 

same time. 

A disadvantage of this system is that the timing reference may be 

delayed by a distortion within the transmission channel. As this reference 

is a single frequency the delay may not be representative of the delay imposed 

on the test signal by the distortion. For this reason this method is not 

expected to be suitable for the proposed method of equalisation. 

5.4 	Accurate Equalisation over the Complete Television Spectrum  

The standard Australian television channel consists of an ideal 

low pass characteristic with a cut-off of 5 MHz. Since it is not possible 

to produce an ideal filter characteristic it is normal for television channels 

to be produced with a cut-off frequency higher than 5 MHz so that the overall 

• cut-off of the television system plus broadcast transmitter produces an 

acceptable characteristic up to 5 MHz. To maintain such a characteristic 
(21) 

after equalisation, Potter 	suggests the use of the model channel in both 
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signal paths leading to the equaliser control network. The model channel 

proposed by Potter is the filter characteristic discussed previously in 

section 3.4. 

In the equalising system envisaged by Potter the extra model 

channel is placed between the adjustable equaliser, after the output of 

the direct signal path, and the difference circuit used to obtain the error 

between the equalised and reference waveforms. Placing the model channel 

outside the direct signal path ensures that the benefit accruing from a 

channel cut-off frequency greater than 5 MHz is maintained. 

If this extra model channel filter is to be included when using 

correlation techniques, then it must be placed at some other point within 

the system. This will be necessary to prevent it being placed within the 

controlling feedback loop of the automatic equaliser. The system shown in 

fig. 5.1 may be used to remove the filter from the direct signal path and 

from within the control network. 

Referring to Lucky and Rudin's original system (fig. 2.3) the 

two model channel filters then effectively become the spectral weighting 

functions of the mean square error equalising system. The actual model 

channel is then a perfect characteristic with flat amplitude and linear 

phase responses within the frequency band of interest. The resulting equal-

ising system is similar to the experimental system discussed in chapter 4. 

To ensure accurate equalisation over the full television spectrum 

for his particular equaliser, Arnon chose the equalisation bandwidth to be 

10% higher than the bandwidth of the television channel. This was to reduce 

the effect of timing errors which tended to produce large delay errors at 

the top of the passband. The extra 10% equalised bandwidth provided a guard 

band which absorbed these errors. 

This technique could be used with the proposed method of equal-

isation. However, provided the timing accuracy of the reference waveform 

can be maintained within acceptable limits the system shown in fig. 5.1 

should prove of sufficient worth without the need for equalising over a 

larger bandwidth. 
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Consideration must now.be  given to the choice of the spectral 

weighting functions. 

The reason for the inclusion of the spectral weighting functions 

within the equalising system is to provide a means of assigning a relative 

weight to the equalisation error at each frequency. From equation 2.11 

CO 

DMS = Jr 111(w) - G(w)I 2  114(w)I 2  dw 
-CO 

it can be seen that the effective weighting is provided by the non-negative 

function 1W(01 2 . The phase characteristic of the weighting filters is 

therefore not important. As phase equalisers are not required to produce 

an acceptable pulse response from these filters a sharper cut-off character - 

istic istic could be employed than is suggested by Potter 	, without an increase 

in the complexity of the filters. 

As the equaliser is only required to correct residual distortions 

within a channel, an attempt to minimise the settling time can be .  made by 

choosing a filter characteristic which produces an orthogonal system for an 

undistorted channel. As discussed in chapter 2, it is not possible to 

produce an orthogonal system regardless of the equalisation required, as 

the channel distortion may affect the auto-correlation function of the 

received signal. 

For the delay line equaliser a filter producing the required 

auto-correlation function can be realised by modifying the model channel 

characteristic proposed by Potter. The modifications are necessary to 

produce a power spectrum characteristic identical to the amplitude charact-

eristic suggested by Potter (fig. 3.2). It is shown in appendix C that the 

output auto-correlation function of such a filter will, under the conditions 

described above, produce an orthogonal system. However, it must be remembered 

that as pseudo random noise is to be used as the test signal the calculated 

auto-correlation function will be modified slightly. 

This proposal is made in an attempt to improve the dynamic as well 

as the static performance of the equaliser. 
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5.5 	D.C. Restoration  

To ensure correct operation of the correlation circuits the d.c. 

level of the received waveform must be accurately restored. 

A clamping unit similar to that used by Arnon could be employed 

for restoration of the d.c. component. This unit forced the back porch of 

the horizontal synchronising pulse to ground potential and maintained it 

there within a fraction of a millivolt. The unit was also used to suppress 

any doe0 transients generated by the equaliser. 

5.6 	Considerations in Choosing the Optimum Adaptive Equaliser  

5.6.1 	The Adjustable Equaliser  

The results obtained from the experimental equaliser (figs. 4.4, 

4.5, 4.9 and 4.10) indicate that the delay line provides improved equalisation 

over the Laguerre functions for a similar number of taps. The dynamic 

performance results obtained (sections 4.4.1 and 4.4.2) also indicate the 

improved performance obtained using a delay line. 

The delay line also has the added advantage that when used in 

conjunction with the spectral weighting function described in section 5.4 

the overall equalising system can be made to approximate an orthogonal system. 

Considering these points it appears that the delay line equaliser 

is the adjustable equaliser better suited to the requirements of the televis-

ion system. This statement, however, is based purely on the results 

obtained from the limited number of measurements taken from the experimental 

equaliser, A more thorough investigation must be carried out before a final 

decision is made. 

5.6.2 	The Cross-correlators  

Consideration has so far been given to two types of cross-correlators, 

The first is an approximation to an exact correlator and uses an analogue 

multiplier and the second, a Stieltjes correlator, uses an infinite clipper 

and switched modulator. 



74 

For the continuous tap control method the use of the Stieltjes 

correlator has d number of.advantages - 

1. Because the infinite clipper acts as a high gain amplifier 

with limiting to prevent saturation, the settling time of 

the equaliser is decreased. 

2. The high gain within the error circuit provided by the infinite 

clipper minimises the effects of d.c. offsets in the correlation 

circuits. An increase in the accuracy of the equalisation is 

the direct result. 

3. It allows switched modulators to be used instead of analogue 

multipliers. These are technically simpler devices and can be 

realised with an accurate and stable transfer characteristic. 

The performance required of analogue multipliers would include 

wide bandwidth operation from d.c. to at least 5 MHz on both 

inputs, good accuracy, and negligible d.c. drift. 

The use of the Stieltjes correlators therefore appears the more 

practical solution for the continuous equaliser. 

For the discrete tap control method advantages 2 and 3 still apply. 

A reservation in using this scheme is raised, however, due to the high loop 

gain produced by the infinite clipper when the system has almost settled. It 

is expected that the equaliser tap settings would only be adjusted if the 

measured cross-correlations were above a pre-determined threshold. This would 

prevent continual oscillation of the taps between adjacent settings once the 

equaliser had settled. The high loop gain produced by the infinite clipper 

under certain circumstances (e.g. low residual error), would prevent such a 

scheme from operating correctly. 

For the continuous tap control system it was initially thought 

that it may be necessary to use extra filtering in the correlation averaging 

circuits to suppress oscillations on the mean tap settings. With the experi-

mental system however, using the infinite clipper, channel simulation filter, 

delay line and the circuit parameters as indicated in section 4.5.1 the 

variation of the tap voltages about their mean values was within ± 5 millivolts. 
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Thus, the accuracy of the tap settings due to the a.c. components on the 

output of the integrators was within 0.05% of the maximum tap voltage. 

The loop gain of the system or the received signal amplitude, or 

both, could have been considerably increased before oscillations on the tap 

settings would become a problem. To achieve a similar tap resolution to 

Arnon an increase by a factor of 8.9 in the magnitude of the oscillations 

could have been tolerated. Increasing the above parameters would further 

reduce the settling times indicated in section 5.1. 

Thus, extra filtering is not required to suppress oscillations on 

the tap settings. As such a scheme jeopardises the stability of the system, 

especially when using the infinite clipper, and also increases the settling 

time, its use is not recommended. 

Although they should not be necessary, different correlation 

methods could be employed in an attempt to further simplify the correlation 

circuitry required. One such technique is that proposed by Bogner (38)  

Employing this technique the infinite clipper in the error circuit 

would still be used and an extra infinite clipper, connected in the second 

input circuit to the multiplier, would be added to each cross-correlator. 

The advantage of using these extra infinite clippers is that the multiplication 

functions may then be performed with digital exclusive or circuits. The 

disadvantage of using this technique, however, is that a signal with a 

rectangular probability distribution over the voltage range of the tap outputs 

(e.g. triangular waveform) must be added to the inputs of these extra infinite 

clippers to maintain the correct cross-correlation values. 

5.6.3 	The Method of Tap Control  

Both the discrete and continuous methods of tap control have been 

discussed in this thesis. The choice between these two methods is a decision 

between the simpler discrete method and the improved static and dynamic 

performance, as indicated by the experimental equaliser, obtained using the 

continuous method. 
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The operation of the discrete method requires the averaging of 

the output of each.correlation multiplier or switched modulator, the sampling 

of the polarity of the cross-correlation values at the completion of trans-

mission of the test signal and the adjustment of the digitally controlled 

attenuators one step in the direction determined by the measured polarities. 

The continuous method on the other hand requires some form of 

hold circuit to maintain the tap values during the transmission of the video 

signal. This hold must be released during the equalising period. As the 

hold circuits are only required to maintain the tap values for a period of 

either 20 or 40 milliseconds between tap adjustments, depending on whether 

the values are adjusted once every field or frame, these circuits will not 

pose a major technical problem. 

The major difference in the complexity of the two systems 

therefore, is the realisation of the different variable gain circuits for 

the tap settings. With due consideration of the recent technical advances 

made with electronic analogue multipliers, it appears that the improved 

static and dynamic performance obtained using the continuous method favours 

the choice of this control scheme. 
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CONCLUSIONS  

The use of correlation techniques for the implementation of an 

adaptive television equaliser has been extensively investigated. From this 

investigation it appears that the proposed techniques are suitable for use 

within a practical television equaliser. 

An improvement in the,K2T  rating of a simulated distorted transmission 

channel from 7.0 to 2.1 was obtained using the experimental delay line equal-

iser. The experimental equaliser was a simplified model of a television 

equaliser and its performance was limited by the simplicity of the circuits 

used and the number of delay functions provided. Considering these limitat-

ions, better results are expected of .a practical television equaliser. 

As a result of the practical and theoretical investigations presented, 

an adaptive equaliser most suited to the requirements of the television 

system is proposed. This proposal includes the use of a continuous method 

of tap control and a Stieltjes correlation technique (26)  

.Using these techniques with a delay line equaliser' the results 

obtained from the experimental system indicate that - a settling., time in the 

order of 0.5 seconds may be expected of the practical,televisionaqualiser. 

Variation of the settling time due to changes in circuit parameters may be 

calculated .using the theoretical results presented in,chapter 3- 'Good 

agreement was found between the theoretical results presented in chapter 3 

and the measured dynamic performanceof the experimental equaliser. 

Furthersaspects-.of this work .include investigations into the adjustable 

equaliser to be.employed.and the realisation of a practical television 

equaliser. 

Consideration in this thesis has been given to both the delay line and 

Laguerre functions for use as an adjustable equaliser. Preliminary results 

obtained from the experimental equaliser indicated that a better performance 

could be expected from the delay line equaliser. A complete investigation 

into the adjustable equaliser most suited to the television system is beyond 

the scope of this thesis. 
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This investigation has been concerned with the basic principles 

required to provide an adaptive television equalising facility. The 

technical problems of providing this facility have not been considered 

in detail. Careful circuit design will be required to provide the fine 

degree of equalisation required over the complete video spectrum. 
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APPENDIX A  

ESTIMATING.CHANNEL.PERFORMANCE USING TEST WAVEFORMS  

Using pulse and bar waveforms there are two methods for obtaining 

the K rating of a channel: 

a. The.Routine.Test.Method:  This method involves the comparison of the 

output pulse and bar waveforms with standard K factor.graticules (similar 

to those shown in fig. A.1) mounted on the front of the c.r.o. screen. 

The actual graticules used are engraved for a specific value of K, the 

pulse having a K rating equal to or less than this value if-it lies within 

the mark. Four different values of K are measured. 

1. Using a 2T (or T) pulse, with the correct time sweep, the first 

value, K2T (KT), is measured,  with the mask shown in fig. A.1(b). 

The T pulse is only used for wideband equipment, such as ampli-

fiers and internal vision cables. Subjective tests have indicated 

that errors in the waveform close to the pulse are not as signif-

icant as similar errors positioned further way from the pulse. 

This is allowed for in the design of the mask. 

2. The.K factor, Kref , applies to reflections delayed greater than 

8T after the 2T pulse. 

3. K
bar is measured using the bar response.and the-mask shown in 

fig. A,-l(a). To obtain more-information about the rise time and 

overshoot of this response an expanded time sweep, together with 

different . graticule markings, is often used. 

40 Kb is a measure of the ratio of the 2T pulse and bar. heights. 

This factor (from the mask shown in 'fig. A.1(a)) is related to 

the high frequency response of the system. 

The overall K factor is obtained by taking the largest of the four 

individual factors. 
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A further K factor is measured using a 50 Hz square wave and the mask 

shown in fig. A.1(c). This factor is recorded separately as distortions at 

this frequency are usually removed by a black level clamp at the transmitter. 

b. The Acceptance.Test Method (29) : This method requires a photograph of 

the T pulse response, from which a time series at intervals of 
2
- is obtained. 

Using time series manipulation techniques K factors similar to those obtained 

by the routine test method are then calculated mathematically. This method 

is more exact but is very time consuming. 

No impairment of the picture quality occurs for a K factor of less thal 

3%. Beyond 5% the impairment becomes intolerable. The performance objective 

for a "national reference video connection" as defined by the C.C.1.R. 

(International Radio Consultative Committee) is 5%. 
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APPENDIX B  

HARDWARE REALISATION OF THE EXPERIMENTAL E UALISER 

The design of the circuits required for the experimental system is 

presented in this appendix. 

B.1 	The Test Signal Generators 

Two signal generators were used with the experimental equaliser - 

1, a pseudo random noise generator which provided the test signal 

necessary for the operation of the equaliser, and 

2. a sine squared pulse generator for testing the accuracy of the 

equalisation. 

B01.1 The Pseudo Random Noise Generator  

The two important design considerations for the pseudo random noise 

generator were the clock frequency dnd the length of the shift register to 

be used. A clock frequency of 100 KHz was chosen on the basis of twenty 

times the cut-off frequency of the experimental system. The ultimate length 

of the shift register was a compromise between the improved signal obtained 

from a larger shift register and the cost of the extra number of components. 

The value chosen was ten. 

The basic pseudo random noise generator is shown in.fig. B.1. To 

reduce the number of active components required and to provide a variable 

frequency facility if needed an external oscillator was used as the clock. 

The generator control circuit, also shown in fig. B.1,. fulfilled two 

purposes 

1. It provided the generator with a manual stop and start, 

2. It prevented the generator starting in the condition with the 

output of all the flip flops at "0". 

3. It ensured that the generator stopped after a complete seguence. 
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To minimise any d.c. drift of the correlators, the generator was a.c. 

coupled to the rest of the system. Thus, no attempt was made to provide a 

symmetrical output voltage swing for the generator. 

During the latter stages of this investigation, a Solartron pseudo 

random noise generator became available. This generator had the advantages 

of providing both a variable clock frequency, in a number of discrete steps, 

and a variable shift register length. For I\110 (where N is the number of 

flip flops in the shift register) it also had the added advantage of providing 

two outputs, one a delayed version of the other. The delay between the two 

signals was adjustable in multiples of the clock period from zero to one 

thousand. 

With the use of the Solartron generator, additions to the circuit 

shown in fig. B.1, to provide delayed signals and a variable sequence length, 

were not required. 

B,102 	The Sine Squared Pulse Generator  

To generate sine squared pulses a low frequency waveform generator 

was used(Feedback Test Waveform Generator TWG500). When triggered externally, 

this unit had the .facility of-providing a single period of a sitie. wave at a 

number of different phases relative to the triggering wavefoti7: 

The sine squared pulse was produced by using a single period, from 

0 to 27, of an inverted cosine waveform. The generator was clocked, using 

another signal generator, at a.frequency of 100 Hz for all-measurements. 

A c.r.o, trace of the pulse produced by the generator is shown in 

fig. B.2. 

B.2 	The Signal Weighting Function 

For the signal weighting function a filter with a flat amplitude 

characteristic up to 5 KHz and a sharp cut-off was required. The filter 

chosen was a fourth order Butterworth filter with a bandwidth of 5 KHz. 

A higher order filter, although having a better cut-off response, was not 

used because of the increased circuit complexity required. The transfer 



2 

1.0 

C I 	c, 
—I I-- —I I-- 

10K 
--NVVVVW- 

C2 	 C2 

--I I-- —I I-- 
10K 

—vvvv\AA- 

—,s/Vvv■,-- 
R 1  

10K OUTPUT 
	0 

INPUT 
IF 

. "--1 I 

10K 
10K 

0.765 

R=10 K 1 
Ci=3180pF 

1.0 
R2=10 K 

CI-1723p F 

0.295 

FIG.B.3 SIGNAL WEIGHTING FILTER 



p A709 
5 

+15V 	 +15V 

36.18K 

R3 

44.65K 
	

151.3 K 

R4 

C 

j.., A709 

J
5 

100/.1F 

F 

(e.) 

R 

1.7... 0 

F 

1.5K 

'1\Al „0022 p 
1 OUTPUT 

	I I-- 
lpF 

1.5 K 

0022p 
1 

23.05 K 

II 
C 

3 4  

-15V - 15V 

FIG. 8.4 	SIGNAL WEIGHTING FILTER 

R= 10K 

C=3180pF 



83 

function of the filter used was - 

where w = 3.14 4 rad/sec. 
o 

	

9 	 10 
S + 0.7636— + 1)(--2 + 1.8477 ---+ 1) 
W
o 	

w
o  

w
o  

w
o 

During the initial experiments, when only the one pseudo random noise 

source was. available, only one filter was required. For convenience, it was 

patched on the analogue computer using two standard second order filter 

circuits 
(30)  connectedin series. The circuit of the complete filter is 

shown in fig. B.3. The transfer function of the second order filter is - 

1 

,s 9  
+ 

‘13• 	W
o 

1 where w =—' a is the potentiometer setting within the inner feedback loop 
o RC  

and b is the potentiometer setting within the outer feedback loop. 

To realise the transfer function - 

s 2  
+ 1,8477 	+ 1) w

o 

using this circuit the expression must be altered, with w o  replaced by w t o  , 

where w'
o 
= 1.8477w

0 

Neglecting the constant gain factor, the final result is - 

where w' 	5.8 4 rad/sec. 
io (z 	— + 0.295) 

w'
o 

A second identical filter was also required for the delayed signal. 

Two pA709 operational amplifiers were used to provide the two second order 

functions. The complete circuit is shown in fig. B.4. 

1 

1 
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With the negative feedback of the operational amplifiers arranged 

as indicated in fig. B.4, the positive gain of the amplifiers is given by - 

R
4 K= 1+ -

R3  3 B.1 

If the output of the amplifier is e 0  then the voltage at the positive input 

• of the amplifier is 
e
o . From a nodal analysis of the positive input 

circuit it can be shown that the input voltage is given by - 

e
o
(s) 	e

in
(s) + RCse

o (s) 

R2C2 ez + 3RCs + 1 
	

B.2 

The transfer function of the complete circuit is therefore - 

e (s) 

e
in

(s) = Ti2C7i1  + (3-K)RCS + 1 
	 B. 3 

The resistance and capacitance values indicated were chosen to 

'provide the two transfer functions required and also the.correCt bias 

conditions for the amplifiers. 

The 2T pulse response of the 5 KHz fourth order Butterworth filters 

is shown in fig. B.5. The K2T  rating of this response,. determined using 

the technique discussed in appendix A, is approximately 1.15. This K 2T  

response would be acceptable within a television network. 

The low K2T rating is the result of the frequency spectrum of the 

2T pulse. The Butterworth filter has a flat amplitude characteristic and 

an approximate linear phase characteristic over the lower section of the 

passband where the majority of the energy of the 2T pulse is contained. 
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B03 	The Transmission Channel Simulation  

To simulate a distorted channel a second order filter was used. The 

transfer function chosen was - 

  

with wo = 2.44 4 10 

and 	C = 0.275 

rad/sec. 

s 2  
(1-172 	71: 	1) 

 

The values of wo and C were chosen to produce a pulse response with a large 

amplitude ringing characteristic which is maintained for a relatively long 

period of time. Such a pulse response would be most undesirable within a 

television system. The effectiveness of the equaliser with a severe distortion 

within the system could then be measured. The resultant circuit, shown in 

fig. B.6, was patched on the analogue computer. 

The waveform response of the channel simulation filter cascaded with 

the Butterworth filter is shown in fig. B.7. From this photograph the K 2T  

rating of the response was estimated to be approximately 7.0. This distortion 

would be quite intolerable in a practical television system (appendix A). 

B.4 	The Automatic Equaliser  

B0401 The Delay Line 

Initially it was intended to build the experimental system to operate 

at one hundredth of the frequency of the television system. To provide 

equalisation over the complete passband of 50 KHz, the delay required for 

each section of the delay line was ten microseconds, 

Because this is a relatively short delay it was.decided that the 
(31) 

delay approximation outlined by Mason and Zimmerman 	would be used. 
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This is based on the following approximation - 

[ 1 - 2sn . n  
F(s) = s 

1 + - 
2n 

because 

F(s) -0- e
-s 

for 	n 	co 

This transfer function is further approximated by the L C ladder circuit 

shown in fig. B, 8(a), As a compromise between the accuracy and the complexity 

of the circuit the value chosen for n was four. The delay of the circuit is 

given by AT and the characteristic impedance by /IT- 	The value3of L and 
C 

C required for a ten microsecond delay line with a characteristic impedance 

of 1 KO are 2.5 mH and 2500 pf. 

With the frequency scaling of the experimental system altered to one 

thousandth of the television frequency, the increase in the values of L and C 

required to provide the increased time delay (100 microseconds) made such a 

circuit impractical. 

An active delay line, based on the suggestions proposed by Potter
(32) - 

was chosen. The active circuit has two definite advantages - 

1. From the practical point of view it is easier to realise. 

2. It has no impedance matching problems whereas the LC ladder 

network is sensitive to impedance mismatches. 

Potter has shown that a network with the normalised pole and zero .  

positions given by - 

S = - 1,6 ± j1.0 

and 	s = 1.6 ± j1.0 

gives a delay equal to 
1
q within an accuracy of 0.5% over the required 

frequency range. To provide each delay, T, two active circuits must be used. 
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The accuracy of both the active .and passive delay circuits is compared 

in fig. B.9 together with the ideal characteristic, as proposed by Mason and 

Zimmerman, for n = 4. These graphs were calculated using a circuit analysis 

computer programme 
(33).  They indicate that the use of the active circuit 

also provides a more accurate delay line than the other functions. It can be 

seen from this figure that the 0.5% indicated by Potter is. not achieved. This 

is due to thefact that.the calculations were based on the actual circuits 

with each component value chosen to within a practical tolerance, rather than 

the theoretical transfer functions. 

The active circuits used by Potter contained one inductor each. In 

an attempt to further simplify the physical realisation of the delay line 

another circuit containing only resistors and capacitors was developed and is 

shown in fig. B.10. 

Considering one section of the delay line (fig. B.8(b)) and assuming 

that the amplifier has a high gain, high input impedance and low output 

impedance, the resultant transfer characteristic is - 

R
4 

e
0
(s) = e'(s)(1 + 	- e (s) —

4 
R
3 	in 	R3 

B.5 

From a nodal analysis of the positive input circuit to the amplifier it can 

be shown that e' (s) is given by the following equation - 

e' (s) 

1 1 	1 	1 .  

yeo (s)-ein(s)] 
Ci s (R1  + C 2 s) Cis 	2 s.) +Ri ,"1  (R1  + C 

= R 
1 

1 

Z7: 1 

• 	I. 
2 

1 	1 
C
2
s R1 

2 
R1 	C

2' 1 

B.6 

where 
R2•  

Y = R
2 

+ R'
2 

and 	R" 2 = R2 //R' 2 
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For 
R"

2 	R
1
C
2 -1 wo 2  = [R R" 	' C C j 	• K = 1 2 1 2 	1 R

1C1C2 
(C1  + C2) and K2  - R"

2
C
1 

equation B.6 reduces to - 

s 2  
+ K

2yeo (s) — wo 1w
0 	in 	w 

	

—2- + (K
1 
+ K2 ) 	+ 1  w 

Substituting this equation into equation B.5 - 

R
4 s s 2  

e (s) 	IT' + (K1 - K2 it..7-) -ur-  + 1  
0  _  0 	3 o  

e
in

(s) 	s 2 	K4 
w 
----2  + (K

1 
+ K2 (1-y(-- + 1))) -!-- + 1 

o 	
R3 	wo 

The required equation is of the form - 

s 2  
—7 	2C-- +1 e (s) 	w
o 	wo 

e
in

(s) 	s 2  

	

+ 2--

• 

	1 w
o 	wo 

For ease of calculation the component values were chosen such that C = C 2  

and R
1 = R" 2' to give K1 = 2 and K2 = 1. 

Therefore 
R
4 = 2(c + 1) 

R3 

3 - 2c  
- 3 + 2c 

(s) B.7 

B.8 

B.9 

B.10 

and B.11 
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The transfer function required for a 0.05 millisecond delay from each 

circuit is - 

s 2  - 1.152 5 s + 4.61 9 
10 	 10 

s 2  + 1.152 5 s + 4.61 9 
10 	10 

Thus y = 0.2779 and - = 3.698. The component values shown in fig. B-10 
R
3 were chosen to satisfy both these conditions and the bias conditions required 

for the amplifier. 

All component values critical for obtaining the correct transfer 

function were measured to within a tolerance of 1% before placing in the 

circuit. 

Fig. B011 illustrates the performance achieved by the delay line. 

This figure shows the output of the tenth tap with the input of the delay 

line connected directly to the sine squared pulse generator. The total delay 

of the pulse was 0.9 milliseconds. 

B0402 The Laguerre Functions  

The transfer functions of Laguerre's orthogonal network are given by - 

Fn (s) - 	s ) S + 	+ S B 0 12 

These transfer functions may be synthesised with either passive or active 
(9) 

circuits. The synthesis of the passive circuits is described by Lee 

For the experimental system, however, active circuits were used. 

These are shown in fig. B.120 The circuit used to synthesise the 

transfer function 	 (fig. B.12(a)) is a standard RC feedback circuit. 
s + 

The transfer function of fig. B0120) is calculated by assuming the amplifier 

characteristics as assumed for the delay line. Thug equation B05 still applies. 
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Substituting this result into equation B05 with R1 , = R2  and. - then - R3
C ' 

1 

In this case e' Cs) is given by - 

• 	1 
Cs  

et(s) 	1 	e. (s) in 
-r --  

	

3 	Cs 

90 

B. 13 

e(s) 

ein (s) 
— s 

s 	 B.14 

The choice of' was based on the value used by Sondhi. He .chose a value of 

cc equal to two-thirds the bandwidth of his system. For this particular 

system the corresponding value of cc is 2095. 	3  radians per second. As for 
10 

the previous active circuits, the component values were chosen to obtain 

both the desired transfer function and correct biasing conditions for the 

amplifier. 

The relative simplicity of the circuits, needed to synthesise the 

Laguerre functions, compared with the delay line, is readily appreciated by 

comparing the circuits used for this experimental system. 

The sine squared waveform responses .of three of the Laguerre functions 

are illustrated by figs. B.13(a), (b) and (c). Fig. B43(a) is the output 

waveform of the first tap with the Input connected directly.to  the sine 

squared pulse generator. The output.of the fifth tap is shown in Fig. 1.13(b) 

and.the tenth tap in fig. B.13(c). 

With the exception of the input transfer function, the Laguerre 

networks have a flat amplitude characteristic. Their waveform response is 

therefore determined by the delay characteristic of these networks. • This 

characteristic is shown in fig. B.14. 
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B04-3 The Analogue Multi liers 

The three major design factors which had to be considered for the 

analogue multipliers were the simplicity, cost and frequency.response of the 

circuits. Because of the large number of analogue multipliers ultimately 

required (20) the simplicity and cost of the circuits had to be kept to a 

minimum. The initial frequency response required was 50 KHz. 

Emerging indirectly from the development of modern solid stare 

technology, analogue multipliers may be classified into two groups - 

1. Circuits utilising the .non-linear properties of bipolar 

transistors. 

2. Circuits employing the.f.e.t. as a voltage controlled conduct-

ance. 

Circuits of group .l generally have the advantage of a better frequency 

response but suffer from a higher degree of circuit complexity (19, 20, 34)  

A multiplier of the second group was, therefore, designed and proved to be 

successful for the purposes required. 

The actual approach to the multiplier design was suggested by . 
(35) Beene 	and is shown in fig. •.15.. Using nodal analysis it can be shown. 

that 

1  
-G V + .G V - 1  - 

V 	2 1 X  3 X  2  3 	• 

G
2 

for h »1 
fe: 

Although Beene.suggested zero bias .on the f.e g t., it was found that for a 

given linearity figure a larger voltage swing clould be applied at the X input 

if a small negative bias was employed. .Generally the choice of bias is a 

compromise between the .availability of a large output swing and the linearity 

of the circuit. For this particular application, a negative bias of.approx-

imately -3 volts gave.the optimum result. 

B.15 
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Rewriting Todd's original equation (36)  

G
3 

= G
A

[1 V + V 
bias  

where G
A is the f.e.t. conductance at zero bias 

V is the f.e.t. pinch off voltage 

V is the input voltage to the f.e.t. 

V
bias is the input bias voltage on.the f.e.t. 

Ifi
3 is controlled such that - 

= 

[ 	

Vbias  i 	2G - 2GA 3 	A 	
+ O

l 
V
X 

+ I 
V 

where I is the d.c. bias current, then equation B.15 becomes - 

-G
A 

V = 
V
--VV

Y 
 + E 

o 	pG X 	2G2 

The multiplier circuit is shown in fig. B.16. It indicates four 

potentiometers which had to be adjusted for correct operation. Due to 

individual tolerances in the f.e.t. parameters VR3 was adjusted to provide 

optimum bias for the f.e.t. Once the bias was fixed the controlled current i 3  

was set to give the correct ralationship between 1 3  and Vx  as given by 

equation B.17. This was achieved by adjusting VR1 so that there was no 

output when V was zero. VR2 was then adjusted so that no output was produced 

for VX equals zero. Finally the d.c. bias current, I, was set, by adjusting 

VR4, to null the d.c. output level. 

V 
B.16 

B.17 

B.18 
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The resistance values used with the differential pair were obtained 

experimentally to achieve the maximum linearity available from the circuit. 

The input attenuation circuits were then designed so that the multiplier was 

capable of handling input signal swings of ± 10 volts with a linearity of less 

than 5% relative to the maximum output. The resultant transfer characteristic 

of the circuit as drawn by an X-Y plotter is shown in fig. B.17. 

In order to maintain a linearity of 5% the use of the multiplier was 

limited to approximately 20 KHz for the X input and 50 KHz for the Y input. 

The lower frequency limit on the X input was due to a slight phase shift being 

produced between the input voltage and i 3 . This frequency limit could be 

•raised to 50 KHz by placing a compensating capacitor across the 2.2E2 current 

controlling resistor, for a very slight decrease in the linearity figure. 

• As the multiplier was to be used for experimental purposes only, no 

attempt was made to provide comprehensive temperature compensation. However, 

two simple circuit techniques were applied to minimise the effect of temperature • 

variation. These were: 

1. The dual amplifier used for the differential network, and 

2. The feedback across the i
3 current controlling operational 

amplifier taken from the emitter of the regulating transistor. 

The effects of temperature variation may appear as - 

1. An incorrect multiplying action. 

20 A d.c. output drift. 

From equation g B.17 and B.18 it can be seen that the f.e.t. parameters 

are critical for obtaining the correct multiplying action. Variation with 

temperature causes both a drift of the zero position of the Y input and a 

change in the value of the scale factor. Temperature compensation would, 

therefore, be required in the i
3 
current controlling network to track the 

f.e.t. characteristic over the temperature range of interest. This drift 

may be minimised by biasing the f.e.t. at point A as indicated in Fig. B.18. 

Usual circuit design techniques similar to those required in the design of 

d.c. amplifiers may be used to limit the d.c. output drift. 
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The multiplier achieved the requirements for which it was designed. 

In particular it is a relatively simple and economic circuit. 

After this analogue multiplier had been developed it became known 

that.an  Integrated circuit multiplier was commercially available. As a 

number of these were also required by another research student, a total of 

twenty were purchased. These multipliers were ultimately used within the 

experimental system because of their superior static accuracy (within 1% and 

2% of the maximum output for the X and Y inputs respectively),' higher frequency 

response and higher input impedance. The circuit used is shown in fig. 13 -.19. 

The potentiometers VR1 and VR2 shown in the circuit are for adjusting 

the zeros of the X and Y inputs. VR3 adjusts the scale factor of the multi-

plier and VR4 the d.c. output. For economic reasons, trimmer potentiometers 

were used. The limited fine adjustment provided by these potentiometers made 

precise zeroing of the d.c. output level difficult. 

With four adjustments per multiplier and a total of twenty multipliers, 

eighty adjustments were required each time the multipliers were calibrated. 

To enable these adjustments to be carried out in the shortest possible time a 

special unit for mounting the multipliers was constructed. This unit was 

complete with testing facilities and power supplies. The external circuit 

connections of the multipliers were provided by means of plug in connectors on 

the front panel, similar to those in the analogue computer. 

B.4.4 The Infinite Clipper 

Because the frequency response of the analogue multipliers used extended 

well beyond the ultimate bandwidth chosen for the system, the output of the 

clipper could be fed directly into the correlation multipliers with an insignif-

icant loss in accuracy. This enabled the same circuitry, with the exception of 

the clipper, to be used for both linear and non-linear operation of the experi-

mental system. For a practical nonlinear system, however, 'switched modulators 

would be used instead of analogue multipliers. For this system therefore, the 

magnitudes of the positive and negative output voltages of the clipper had to 

be equal. 
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A pA710 comparator, with the negative input connected to earth, 

was used as the infinite clipper. A number of circuit additions were 

required for the following reasons - 

1. The pA710 comparator does not provide a symmetrical output 

voltage swing (3.2 and -0.5 volts). 

2, The maximum differential input voltage of the comparator is 

± 5 volts, whereas the system was using signals with amplitudes 

up to ± 10 volts. 

3. Initial experiments indicated that the gain provided by the 

pA710 alone was not sufficient to provide positive switching 

characteristics when the system had settled. 

4. As an accurate switching characteristic was required, some 

adjustment of the negative input to the comparator was needed 

to allow for any bias offsets within the circuit. 

The completed circuit is shown in fig. B.20. 

The output circuit of the infinite clipper was supplied from an 

independent.adjustable laboratory power supply to minimise power supply 

transients within the system. The 4A710 was supplied by the simple 

regulation circuits shown in fig. B.20. 

B.4.5 	The Integrators 

The integrators in the analogue computer were used for the correlation 

circuits. This enabled the circuits to be built quickly and also provided the 

system with the useful reset, hold and operate modes. This facility was 

necessary for measuring the accuracy of the equalisation. After settling the 

integrators were switched to the hold mode. The accuracy of the equalisation 

could then be measured by replacing the pseudo random noise with the sine 

squared pulse. 

The circuit of the integrators is shown in fig. B.21(a). To vary the 

gain of the feedback loops the input resistor, R, was varied, taking the 

values 11(0, 101(0, 1001(0. 
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Bc4,6 The Averaging Circuits  

Simple low pass filters (fig. B.21(b)) were used to provide an extra 

time constant in the correlation circuits when required. The analogue 

computer was again used to provide the necessary circuitry. This enabled any 

change in the value of C to be made very easily. The capacitor was removed 

when the extra time constant was not required. The amplifier was retained 

in the tap control loop, however i  to maintain the correct feedback polarity. 

B.407 	The Amplifiers  

A number of amplifiers were used in the experimental system. Two 

summation amplifiers were required for summing the tap outputs, •a three input 

amplifier, used for initial investigations, and a ten input amplifier. These 

were both conventional circuits (fig. B.22) employing pA709 operational 

amplifiers. The capacitors at the output of the amplifiers were employed to 

prevent any d.c. drift of the tap multipliers affecting the correlation 

circuits. 

The differential amplifier shown in fig. B.23 was used to obtain the, 

error between the equalised waveform and the reference waveform. 

To enable any experiments requiring the loop gain of the system to 

be known*accurately, the input and feedback resistors of these three amplifiers 

were measured to within a tolerance of 1%. 

B.5 	The Correlation Circuit  

A number of auto-correlation and cross-correlation values of signals 

within 'the system were measured while .investigating the experimental ;equaliser, 

A block diagram of the basic. circuitiused for 'these measurements.is  shown in 

fig. B.24. . 

B.6 	The Power Supplies 

The ± 15 volts required by the integrated circuits within the 

experimental system were supplied by the power supply built for the analogue 

multipliers. This was z stabilised power supply employing two pA723 precision. 

voltage regulators. 
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APPENDIX C  

Autocorrelation Function of Proposed Filter  

The power density spectrum of the proposed filter is given by- 

0
11
(w) = 1 	 for 0<w<w

1 

= 0.5 + 0.5 cos[ (w 	wl)ff 	for w
1
<w<w

2 

where w
i  = 27 x 4.5 10 6  and w2 7 = 2 x 5.5 106  

For an input signal of white noise the autocorrelation function 

of the output is given by - 

CO 

1 
(1)11 (T)  = 27 	P1) 11 (43) ejtuTdiu  

As 0
11

(w) is an even function then 

= 
1 j(W2  

(T)  0 
11

(w)cos WTdW 
11  7  

tw - 
= 1 	cos wTdw + 1 	(0.5 + 0.5cos (‘ 	

w1)7))cosurdw 
7 	7 

W2 wl 0 	Wi 

0.225
10
-12 

Trt(0.22510 	
sin -12 - T 2 )  (71.107T) 

cos 
(ff106T) 

For T = n
10
-7 where n=1, 2, ... then 4 11

(T) = 0. Thus for a delay line 

equaliser with a tap spacing of 0.1 microseconds the above signal spectrum 

produces an orthogonal system. 
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A Simple Economic Analogue Multiplier 
S. G. FURMAGE* 
STUDENT, I.R.E.E. 

Summary 
A four quadrant analogue multiplier has been developed, based 

on the approach suggested by Beene. The multiplier has a band-
width from d.c. to 20 kHz. Linearity figure is approximately 
5% for input signals between ± 10 volts. 

vo  _ 

for h f , 	1. 

GI Vx + G3 	F  

0 2 

+ E 

(1) 

Introduction 
The need for a four quadrant analogue multiplier often 

arises in the fields of signal processing and adaptive control 
systems. For example, the basic unit in a correlator for 
signal to noise optimisation is a multiplier. Similarly, an 
analogue multiplier is required in adaptive control systems 
using parameter perturbation methods. 

A project on adaptive control was recently initiated which 
requires the use of a large number of analogue multipliers. 
Therefore, besides reasonable steady state and dynamic 
accuracy, two design factors which must be considered are 
economy and simplicity. Emerging indirectly from the 
development of modern solid state technology, analogue 
multipliers may be classified into two groups : 

(i) circuits utilising the non-linear properties of bipolar 
(' 	 transistors, 

(ii) circuits employing the f.e.t. as a voltage controlled 
conductance. 

Circuits of group (i) generally have the advantage of a 
better frequency response but suffer from a higher degree 
of circuit complexity.' , 2  For the particular application 
for which the multipliers are required, the signals to be pro-
cessed have a bandwidth of only 50 kHz. A multiplier of 
the second group has therefore been designed and proved to 
be highly satisfactory for the purposes required, as it is 
technically simple and also economic. 

The Multiplier Circuit 
The actual approach to the multiplier design was suggested 

by Beene' and is shown in fig. 1. Using nodal analysis it can 
be shown that 

*Department of Electrical Engineering, University of Tasmania, 
Hobart. 
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Figure 1.—Basic multiplying circuit. 
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Although Beene suggested zero bias on the f.e.t., it is 
found that for a given linearity figure a larger voltage swing 
can be applied at the X input if a small negative bias is 
employed. Generally the choice of bias is a compromise 
between the availability of a large output swing and linearity. 
In the particular application envisaged a negative bias of 
approximately — 3 volts gives the optimum result. 

Rewriting Todd's original equation' 

G3 
Vy Vbias] 

-= GA [1 	 (2) 

where G A is the f. e.t. conductance at zero bias, 
V,, is the pinch-off voltage, 
Vy is the input voltage to the f.e.t., 
VIA as is the bias voltage on the fe.t. 

Performance 
The input attenuation networks were designed so that the 

multiplier is capable of handling input signal swings of 
A- 10 volts with a linearity of less than 5% relative to the 
maximum output. The transfer characteristic of the 
circuit as drawn by an XY plotter is shown in fig. 3. 

In order to maintain a linearity of 5%, the use of the multi-
plier is limited to approximately 20 kHz for the X input 
and 50 kHz for the Y input. The lower frequency limit 
on the X input is due to a slight phase shift produced between 
the input voltage and i 3 . This frequency limit may be 
raised to 50 kHz by placing a compensating capacitor across 
the 2.2 1{52 resistor if a slight decrease in linearity can be 
tolerated. The multiplier achieves the requirements for 
which it was designed. 

Figure 2.—Multiplier circuit. 

The multiplier circuit as shown in fig. 2 has four potentio-
meters which must be adjusted for correct operation. Due 
to individual tolerances in the f e.t. parameters, VR3 is 
adjusted to provide optimum bias for the f.e.t. Once the 
bias is fixed, the controlled current, i 3  , must be set for the 
correct relationship between i 3  and Vx as given by equation 3. 

This is achieved by adjusting VR1 so that there is no out-
put when Vy is zero. VR2 is then adjusted so that no output 
is produced when Vx  equals zero. Finally the d.c. bias 
current, I, is set, by adjusting VR4, to null the d.c. output 
level. 

4. Todd, C. D., "TET as Voltage Variable Resistors ", Elec- 
tronic Design, Vol. 13. No. 19, September 13, 1965, p. 66. 
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Discussion 	- 
As the multiplier is to be used for laboratory experi-

ments only, no attempt was made to provide comprehensive 
temperature compensation. The effects of temperature 
variation may appear as : 

(i) an incorrect multiplying action, 
(ii) a d.c. output drift. 

From equations 3 and 4 it can be seen that the f.e.t. 
parameters are critical for obtaining the correct multi-
plying action. Variation with temperature causes both a 
drift of the zero position of the Y input and a change in the 
value of the scale factor. To prevent any drift of the zero 
position of the Y input, temperature compensation must be 
applied to the current controlling network to track the fe.t. 
characteristic over the temperature range of interest. This 
drift may be minimised by biassing the f.e.t. at point A 
as indicated in fig. 4. Concerning the problem of d.c. out-
put drift, the usual circuit design techniques may be em-
ployed similar to those required in the design of d.c. amplifiers. 
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Efficiency of Direct Radiator Loudspeaker Systems 
R. H. SMALL* 
MEMBER, I.R.E.E. 

Summary 
The low-frequency efficiency of direct-radiator loudspeaker 

systems is directly related to system cut-off frequency and to en-
closure type and size. Plots are presented which show the efficiency 
of vented and sealed-box loudspeaker systems as a function of 
enclosure volume and cut-off frequency. Vented systems are 
found to possess a significant performance advantage. 

The design of loudspeaker systems is usually based on 
three important specifications : size, efficiency and fre-
quency response. Engineers have long been aware of the 
apparent interdependence of these specifications. 

A. N. Thiele has shown' that the basic efficiency of a 
direct-radiator loudspeaker can be calculated from three 
basic parameters of the loudspeaker driver and that these 
same parameters also determine the low-frequency response 
of the driver in a vented box of a given size. The same 
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analytical methods can he used to derive a relationship 
between the basic driver parameters and the low-frequency 
response of the driver in a sealed box. 

The above efficiency and response relationships confirm 
that for each type of system, specifications of size, reponse 
and efficiency are not independent ; if two are specified, 
the third is determined and may be calculated. They also 
reveal that system small-signal performance does not depend 
on the diameter of the driver. The choice of driver size 
may be decided on the basis of cost or large-signal perform-
ance specifications such as acoustic power output or dis-
tortion. 

The basic efficiency of vented loudspeaker systems adjusted 
for a fourth order Butterworth (maximally flat) response is 
plotted in fig. 1 as a function of net internal box volume, 
V8 , and system cut off frequency, f,. A corresponding 
plot of the basic efficiency of high-compliance-ratio (acoustic. 

1. Thiele, A. N., " Loudspeakers in Vented Boxes ", Proc. 
1.R.E.E. (.41mt.), Vol. 22, No. 8, August 1961, p. 487. 
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Figure 1.—Basic efficiency of vented loudspeaker systems as a 
function of net internal box volume, Vn , and system cut-off frequency, 

13 • 

suspension) sealed-box systems adjusted for a second order 
Butterworth response is presented in fig. 2. 

In both figures, the cut off frequency, f 3  , is the frequency 
at which the system response is 3 dB below pass-band level ; 
this is the same as the vented system driver resonance or 
the sealed-box system resonance. Driver mechanical and 
acoustical losses of typical magnitude are allowed for and 
amplifier output resistance is assumed negligible compared 
to voice-coil resistance. 

In each figure, the relationship determining basic effi-
ciency is of the form n  = k,1  f3 3 VB , where 7/ is the basic 
efficiency of the system and k v  is an efficiency constant. 
The value of k v  depends on the amount of electromagnetic 
damping in the loudspeaker driver ; it is therefore deter-
mined in each case by the specifications of system type and 
response shape, because these specifications fix the amount of 
damping required. The efficiency values in the figures 
apply only to systems which have been adjusted for the 

.25 
20 	40 	60 	100 

13 , Hz 

Figure 2.—Basic efficiency of acoustic-suspension loudspeaker 
systems as a function of net internal box volume, 1713, and system, 

cut-off frequency, f3  . 

specified response by manipulation of the driver parameters ; 
they do not apply to systems using auxiliary filters or 
damping networks. 

The figures indicate the limited efficiency available from 
typical compact enclosures : this is usually in the range of 
0.2 to 0.4%. They also reveal that vented systems provide 
a performance advantage over sealed-box systems. This 
advantage, which results from a larger value of k,, may 
be used to obtain eq dB higher efficiency for the same size 
and bandwidth, half an octave greater bandwidth for the 
same size and efficiency or a size reduction of 2/3 for the 
same bandwidth and efficiency. 

The efficiency relationships presented here provide a 
quantitative understanding of the interdependence of loud-
speaker system size, efficiency and low-frequency response. 
This understanding should assist system designers, par-
ticularly those who have control over driver parameters in 
manufacture, to establish realistic loudspeaker and amplifier 
design goals. 
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FOURIKLS : A Microwave Solar Spectrograph 

The composite 8-8000 MHz spectrum of the Oulgoora 
radiospectrograph is recorded on a continuously moving 
70 mm film while the C.R.T. beam is swept in a direction 
perpendicular to the film movement in synchronisation 
with the swept receivers. The space available on this 
film for recording the 2-8 GHz spectrum allows about 
200 separate resolution squares. Therefore, in order to 
make full use of the resolution available in the record, 
the receiver bandwidth should be not more than 6000/200 
= 30 MHz, assuming that frequency changes linearly 
with time. As the C.R.T. beam is swept at the rate of 
four times per second the maximum effective time 
constant T is 1/(4 x 200) s or 1.25 ms. 

4.5 Radiometer Mode 
For routine noise figure measurements and aerial gain 

calibrations it is desirable that the microwave spectro-
graph be easily convertible to a radiometer operating at 
any desired frequency within the 2-8 GHz range. This is 
achieved by selecting a preset voltage with switch S2 
and locking the bistable multivibrator by setting Ss or S4 
to the appropriate position. In this mode of operation 
the radiometer output can be integrated and fed to a pen 
recorder. 

5. Calibrations and Tests 
At the beginning of each day C.W. signals are trans-

mitted to the parabolic reflector through standard gain 
horns placed at a convenient distance. These signals are 
recorded on the film and provide frequency calibration 
marks. 

The output of a digital clock is photographed on the 
70 mm film once every five minutes. The clock output 
includes the year, month, day and universal time. 

As both the C.R.T. and film have non-linear charac-
teristics a noise temperature versus film density calibra-
tion is needed. This is obtained by connecting the input 
of the mixer to a broad-band noise source and inserting 
a preset attenuator between the i.f. amplifiers. When the 
noise source is switched on the known noise temperature 
produces some level of density on the film. The attenua-
tion is then decreased in 1 or 3 dB steps, thereby giving 
stepped calibration densities on the film. For this cali-
bration the frequency range is restricted to the 2-4 GHz 
band so that only one noise source is needed.  

5.1 Quiet Sun 
Fig. 5 shows the variation of receiver output voltage 

with aerial declination  when  the microwave spectrograph 
WEIS operated as a radiometer at fixed frequencies of 
2.2, 3.9 and 6.4 GHz  and  the aerial scanned the quiet 
sun in declination. The aerial beamwidth is seen to be 
inversely proportional  to  frequency ; the maximum 
heights of the three graphs are made equal by adjusting 
the relative gain of the receiver. 

Figure 5.—Declination scans of the quiet sun when the microwave 
spectrograph was operated as  a  radiometer at 2.2, 3.9 and 6.4 GH z. 

The ordinate is a linear scale of the signal power. 

6. Observations 
The microwave spectrograph started operation in 

March 1970. Since then we have observed and reported 
several microwave bursts. 

Fig. 6 illustrates two microwave solar radio bursts 
that occurred on November 16, 1970 and were associated 
with an optical flare that started at 0045m U.T. and 
reached its maximum at 00"52m U.T. The first burst exhi-
bits continuum-like broad-band characteristics and coin-
cides with the flash phase of the flare ; a short-wave 
fadeout is clearly visible in the low-frequency bands of the 
spectrograph. The second radio burst is a complex 
broad-band burst with impulsive onset at all wavelengths 
and very clear fine-structure features at the decimetre 
wavelengths. Reported radiometer observations in-
dicate that the first maximum of 2200 s.f.u. at 2.7 GHz 
and 5600 s.f.u. at 5 GlIz occurred at 00 1 52in U.T., while 
the second maximum of 1420 and 2110 s.f.u. respectively 
occurred at 01h12'n U.T. 

1970 November 16 

Figure 6.—The dynamic spectrum of radio outbursts on I) ervember  16, 
1970. The lowest of the six bands in this figure (2000-8000 MHz)  is 
produced by the spectrograph described here. The ordinate of  the 
spectrum is frequency (MHz) and the abscissa is universal time. 
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7. Possible Developments 
Future plans include the construction of a similar 

radio spectrograph to record the left-handed circularly 
polarised burst radiation of the Sun over the same fre-
quency range, extension of the frequency coverage and 
improvement of the noise figure. A small decrease of the 
overall noise figure is now possible with the availability 
of new low-noise transistors. 
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Subharmonic Instability in Pulse Width 
Modulated Feedback System 

G. THg* 	and S. G. FURMAGE* 
ASSOCIATE MEMBER, I.R.E.E. 	 STUDENT, TREE. 

Summary 
When a pulse-width modulator is employed within a narrow-band 

closed loop system, the dynamic behaviour of the system can be 
analysed by replacing the modulator with a linear amplifier having 
an equivalent d.c. gain. However, this analysis method will fail 
if applied to a wide band system as it cannot predict the existence of 
oscillations at a subharmonic of the carrier frequency. 

The general phenomena of subharmonic instability is investigated 
and a set of frequency-dependent describing functions are derived 
from the modulator. Based on these describing functions, a method 
is presented in which an accurate prediction of subharmonic 
instability and mode of oscillations can be made. 

Apart from providing a better understanding of the concept of 
subharmonic oscillations, the describing function method is also a 
practical tool for measuring the relative degree of stability of 
pulse-width-modulated control systems. The whole of the theoreti-
cal work is supported by analogue-simulation studies. 

1. Introduction 
Although the principle of pulse width modulation 

(PWM) was primarily conceived for applications in 
communication systems, PIVM has also entered the field 
of feedback control systems. In addition to its extensive 
applications for the altitude control of space vehicles, 
it is particularly attractive in industrial control and signal 
processing due to its ability to control large signal powers 
with high efficiency. 

One of the important problems of PWM feedback 
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systems which confronts the control engineer, is the 
stability problem. As the PWM feedback system is a 
special case of a non linear sampled data system, early 
researchers' , 2  have investigated the criteria for absolute 
stability in the large through Liapunov's second method. 
This method however, yields conservative gain limits for 
stability as it depends on the appropriateness of the 
choice of a Liapunov function. Other investigators 3, 4  
compared PWM systems in the state of limit cycles to 
finite pulsed systems, with periodically varying sampling 
pattern and were able to use z-transformation to predict 
system stability. It is not clear however, how this method 
could be used to realize compensation in the linear plant 
so as to obtain a stable system. Instability in PWM 
feedback systems is characterised by the existence of 
subharmonic modes of oscillations. These are similar 
in nature to the problem of ripple instability inherent 
in closed loop systems employing thyristor amplifiers. 
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Figure la.—Pulse-width-modulation with periodic sampling. 
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Fallside, 6  used the describing function analysis to 
predict instability in inverter-motor drives employing 
negative feedback. Although he outlined also, a similar 
approach which can be of use in the analysis of pulse 
modulated control systems, 6  no experimental results 
were reported to corroborate the accuracy of the method. 

The purpose of this paper is to report on a method 
which can be employed to predict instability in wideband 
PWM feedback systems. This technique utilizes the 
envelope of a set of describing functions for the modulator 
which is then used to test system stability from a Nyquist 
criterion. In some way the procedure followed is similar 
to that used by West et al.'. However it should be 
pointed out that the dual input describing function method 
cannot be applied to a PWM system as the modulator 
input is operated on nonlinearly by the carrier signal. 

This paper will illustrate how a clearer picture can 
be obtained as to the way subharmonic oscillations are 
generated in unstable PWM systems. More specifically, 
it will demonstrate how system stability can be improved 
through frequency compensation. 

2. Pulse Width Modulating Characteristics 
In pulse width modulation, constant amplitude rectan-

gular pulses are generated whose widths are directly 
proportional to the modulating voltage. This modulation 
process may be performed by two different methods, 
depending on the type of sampling employed. 

The first method consists of sampling the modulating 
signal at a constant rate as determined by the frequency 
of the carrier signal as shown in figure la. This form of 
sampling is known as periodic sampling. 

The second method is carried out by comparing the 
modulating signal with a reference sawtooth waveform 
which runs at the carrier frequency. The output of 
the modulator consists of pulses whose polarity depends 
on whether the modulating Signal is larger or smaller 

, than the sawtooth waveform as illustrated in figure lb. 
This form of sampling is known as natural sampling. 

For modulators operating in the natural sampling mode, 
three types of reference signals may be used in the com-
parison process, i.e. 

(i) sawtooth waveform with leading edges 
(ii) sawtooth waveform with trailing edges 
(iii) triangular waveform 
As most practical realizations of pulse width modulators 

are of the type employing natural sampling, all investiga-
tions and discussions described in this paper including 
all the describing functions computed in section 5 refer 
to modulators which use this form of sampling and which 
utilize as a reference signal, a sawtooth waveform with 
leading edges, (as shown in figure lb). 
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Part B, pp. 463-473, 1956. 
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Figure lb.—Pulse-width-modulation with natural sampling. 

One of the major reasons for the frequent use of PWM 
in control applications stems from the fact that most 
control systems are of a low pass nature, and as demodula-
tion of PWM signals requires time averaging, this can 
be carried out by the system itself. 

3. The Describing Function Method 
The describing function concept is a linearisation 

procedure which attempts to extend the very powerful 
transfer function approach of linear systems to nonlinear 
systems. As the describing function method is well 
established, 8,  9  it will be dealt with only briefly here. 

If the input v, (t) of a nonlinear device is a pure sine wave 
v, (t) = E, sin cot 

then in general, the output of the device, v, (t), is also a 
periodic signal having the same fundamental period as 
that of the input signal. Therefore, the steady-state 
output of the nonlinear device can be expressed by the 
Fourier series : 

	

v 0  (t) = IA„ 	A„ cos (n cot) + 	B„ sin (n wt) 

where 
2 r  

A„ = — 	v i  (t) cos (n wt) d ( wt) 

	

7r 	0  

and 

	

2 	if 
B„ — 	v (t) sin (n oit) d ( wt) 

7r 

8. Kochenburger, R. J., "A Frequency Response Method for 
Analysing and Synthesizing Contactor Servomechanism " 
Trans. I.E.E.E., Vol. 69, pp. 270-284, 1950. 

9. Shinners, S. M., "Control System Design ", Chapter 7, pp. 
215-267, J. Wiley & Sons Inc. 1964. 
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The describing function, N, by definition, is an equation 
expressing the ratio of the amplitudes and the phase 
angle between the fundamental of the output and the 
input sin.usoid, i.e. 

VA, 2  B, 2  
N (E 1 , co) = 	

E 	
exp . . aretan (A1/B 1 )] 

i  

Note that the describing function generally is a function 
of both the amplitude E. and the frequency co of the 
input sinusoid. In the case where an equation is not 
convenient, a curve or family of curves may be a satisfac-
tory representation of the describing function. 

All harmonics and any d.c. component are neglected. 
This assumption is reasonable since the harmonic terms 
are generally small compared to the fundamental term. 
In addition, a feedback control system usually provides 
additional attenuation of the harmonics terms because of 
its inherent low pass filtering action. Most nonlinear 
elements do not generate a d.c. term, since they are 
symmetrical. 

The describing function can be utilized to determine 
the stability of a nonlinear feedback control system. 
Consider the system illustrated in figure 2. G co) and 
H (o) are the transfer functions of the linear components 

c(t) 

and N (E 1  co) is the describing function of the nonlinear 
element. The transfer function of the feedback control 
system is then : 

C(jco) 	G (j a)) N (E, , co) 
R (j co) 	1 	G (j co) N (E, , co) H (j co) 

and the Nyquist plot is based on the characteristic 
equation 

1 	G (j co). N (E, , co) .11 (j co) — 0 	 ( 1 ) 

The normal linear procedure is to obtain a polar plot of 
[G (j co) . N (E, , fa) 	(j 0)i 

which makes the point —  1  ± JO the critical point for 
stability analysis. However, a more satisfactory pr( 
cedure is obtained by re-arranging equation  (1)  as follows : 

N (E„ co) 

Equation (2) separates the linear transfer function 
factors from the describing function factor. Therefore, 
[G(j co) Ha w)] may be plotted as a polar transfer function 
curve. The term [ —1/N(E, , co)] may also be plotted 
on the same sheet to the same scale, except since it is 
generally a function of both signal amplitude and fre-
quency, the plot may be a family of curves with the 
frequency as the parameter. 
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System stability can then be investigated by inspecting 
the relative location of a point on the [G(j co) H(jw)] curve 
with respect to the corresponding [ —1/N(E i  , co)] curve. 
The system is stable if for all frequencies the points on 
the [G(j co) Ha w)] curve lie outside the corresponding 
[-1/N(E i  , co)] curves. 

4. Subharmonic Instability 
In general, the configuration of a PWM feedback system 

is as illustrated in figure 2, where the nonlinear element 
is the modulator. When analysing such a system, the 
simplest procedure commonly used consists of representing 
the modulator by a linear gain element, whose gain is 
equivalent to the d.c. gain of the modulator. This method 
may be applied successfully provided the system's cross 
over frequency is much smaller than the carrier frequency. 
Under this condition, the ripple feedback to the input 
of the modulator is negligible. However, if the system 
is to have a fast response, then the bandwidth must be 
increased and application of this simple linear stability 
analysis will give erroneous results. This is to be expected 
because the analysis method neglects the phase- and 
amplitude-characteristics of the modulator at the fre-
quency band in the proximity of the carrier frequency. 

When some of the high frequency components of the 
modulator output are fed back into the input with suffi-
cient amplitude and correct phasing, self oscillation may 
result.  Such  oscillations always occur at a subharmonic 
of the carrier frequency. Investigations have established 
that the most common instability in PWM feedback 
systems is that occurring at the 1-subharmonic of the 
carrier frequency. Figure 3a is a photograph of an 
oscilloscope display showing the input and output wave-
forms of the modulator in a system which suffers from 
-subharmonic instability. The onset of 1-subharmonic 2  

instability is always distinct, that is, if a system is poten- 

Figure 3.—Modulator input and output waveforms in unstable 
pulse-width-modulated feedback systems. 

(a) 1/2 subharmonic instability 
(b) 1/3 subliarmonic instability 
(c) 1/4 subharmonic instability 
(d) 1/5 subharinonic instability 
vertical scale: 	 5 volts/division 
horizontal scale for (a) & (b): 1 ma/division 
horizontal scale for (c) & (d): 2 ins/division 
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tially unstable at the -.I-subharmonic of the carrier fre-
quency, then this instability will occur at a fixed value of 
the loop gain. This critical loop gain can be experi-
mentally determined either by gradually increasing the 
gain of a stable system and noting the value of the gain 
when oscillations start, or else by gradually decreasing 
the gain of the unstable system and noting the gain value 
when the oscillations cease. In either case, the values 
of the critical loop gain thus obtained, are identical. In 
certain conditions, a PWM feedback system can be 
unstable at either 1-, 1- or even 1-subharmonic of the 
carrier frequency. Figures 3b, 3c and 3d show the input 
and output waveforms of the modulator when the system 
is unstable at 1-, 1- and 1-subharmonic frequencies 
respectively. However, in contrast to the case of 1- 
subharmonic instability, systems which are potentially 
unstable at these lower subharmonic frequencies exhibit a 
certain degree of backlash during the experimental 
measurement of the critical loop gain. This is graphically 
shown in figure 4, where 1( 1  and K, are the lower and 

Figure 4.—R/us/rating the backlash in critical loop gain measurement. 

higher critical loop gain values respectively. If the loop 
gain lies somewhere between IC, and K 2  , then instability 
could be produced by causing a disturbance within the 
loop. This can be achieved by applying a step input 
to the system which then will cause the system to oscillate 
at the appropriate subharmonic frequency. 

5. Describing Function for the Modulator 
As instability in PWM systems occur at a subharmonic 

of the carrier frequency, the describing function of the 
modulator must be calculated at these subharmonic 
frequencies. There are two obvious methods for obtaining 
a solution for these describing functions. The first 
method relies on the generalised expression for the output 
frequency spectrum of the modulator. Although such a 
spectrum has been derived however, it is very difficult 
to determine the effects of signal saturation quantitatively. 
Signal saturation refers to the case when the amplitude 
of the modulator input signal exceeds the sawtooth 
reference signal over one or more periods of the carrier 
frequency. Most PWM systems are not safeguarded 
against this type of operation and therefore it is desirable 
to have describing functions which include the effects of 
signal saturation as well. 

The second method is the direct method of obtaining 
the fundamental Fourier Component of the output 
waveform. Apart from the fact that this method lends 
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itself to easy programming on the digital computer, 
signal saturation can be included in the general program. 

An Elliot 503 computer was used to derive the describing 
functions for a pulse width modulator, in which the 
reference signal was a sawtooth waveform with leading 
edges as shown in figure lb. On this program, the input 
at the modulator is the (1/n)th subharmonic sinewave : 

t 
(t) = E i sin 

for n = 2, 3, 4 and 5 

where co, is the carrier (sawtooth signal) frequency 

1/n is the order of the subharmonic frequency 

a is the relative phase of the input signal with 
respect to the sawtooth reference waveform 

Referring to figure lb, normalisation is achieved by 
making E r  = E, so that the d.c. gain of the modulator 
is unity. For a given value of n, the value of E. is fixed 
and a is varied from 0 to 27E radians while the intersections 
of the input signal and the sawtooth reference waveform 
is noted. The fundamental Fourier component is then 
calculated and the describing function computed which 
is a single curve with a as the variable, while k is a constant 
where 

k = E i/E, 

This process was repeated for different values of k so 
that the (1/n)th order describing function consists of a 
family of curves with k as the parameter. As required in 
section 3, the negative inverse describing functions were 
then plotted as shown in figures 5, 6, 7 and 8 for n equals 2, 
3, 4 and 5 respectively. 

6. Stability Analysis 
As outlined in section 3, for any given PWM feedback 

system, the linear part of the loop transfer function 
should be combined and plotted as the Nyquist plot in 
the polar diagram. In doing so, the d.c. gain of the 
modulator must be included in the linear transfer function 
as all the describing functions derived are normalised to 
have unity gain. The describing functions computed 
apply only for the subharmonic frequencies. Therefore 
the negative inverse describing function should be com-
pared with the point on the Nyquist plot corresponding 
to the subharmonic frequency of interest. If the corres-
ponding Nyquist plot lies outside the negative inverse 
describing functions, the system is absolutely stable. 

When comparing the negative inverse describing 
functions of figures 5, 6, 7 and 8, it is noticed that for the 

and i-subharmonic frequencies, the curve of the 
negative inverse describing function corresponding to 
k 0 are encircled by curves corresponding to larger 
values of k. Therefore it is always possible to construct a 
Nyquist plot which will intersect the curve corresponding 
to k = 1, but which will still lie outside the curve cor-
responding to k 0. It can therefore be deduced that 
such a system can be unstable for k = 1 and yet be 
stable for a smaller value of k. As k is a measure of the 
amplitude of the modulator input, this implies that 
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Figure 5.—Negative inverse describing function for 1/2 subharl tonic 
frequency. 

although the system is stable with no input, it is potentially 
unstable and merely requires a disturbance large enough 
to initiate subharmonic oscillations. This condition 
does not exist in the 1-subharmonic frequency negative 
inverse describing function (figure 5), where it is clearly 
seen that any Nyquist plot must always intersect the 
curve corresponding to k = 0 first. This clearly explains 
the backlash phenomena which is described in section 4. 

To enable good practical design of PIVM feedback 
systems, it is sufficient to use the envelope of the negative 
inverse describing functions as shown dotted in figures 5, 
6, 7 and 8. The absolute stability of the system can then 
be ascertained by comparing these envelopes with the 
corresponding subharmonic frequencies in the Nyquist 
plot. 

7. Experimental Results 
A large number of systems were simulated on the 

analogue computer, with the object of obtaining aS broad a 
knowledge as possible into the behaviour of different 
systems under different conditions. In all cases without 
exception, the describing function method not only 
succeeds in detecting subharmonic instability, but it also 

Figure 6.—Negative inverse describing function for 1/3 sub/tarn onic 
frequency. 

predicts the order of subharmonic oscillations that the 
system will sustain. 

For brevity, the results of four investigations will be 
reported here, as tabulated in table I. 

Table 1 
Carrier Frequency = 800 Hz 
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Fig t re 7.—Negative inverse clescribing function for 1/4 sublutononic 	Figure 8.—Negative inverse describing function for 1/5 sublearmonic 
frequency. 	 frequency. 

The describing function method can also be used as a 
graphical procedure in the design of effective series 
compensation network to give the PWM feedback system 
the necessary degree of stability. Just like the phase-
and gain-margins are used as a measure of degree of 
stability in linear systems, in the analysis of PWM 
feedback systems the separations of the negative inverse 
describing function envelopes from the corresponding 
points on the Nyquist plot provide a measure of the 
degree of stability achieved. 

The unstable system corresponding to curve B in 
figure 9 can be compensated by means of a series lag 
network as tabulated in table II. 

Table II 
Carrier Frequency = 800 Hz 

Linear Transfer Function 
Series 

Compensation 
Nyquist Plot 
in Figure 10 

3260 
uncompensated curve A 

s (0.001s + 1) (0.00015s + 1) 
subbarrnonic 
instability 

3260 0.005s ± 1 curve B 

s (0.001s + 1)(0.00015s + 1) 0.01s ± 1 (Stable system) 

8. Accuracy 	
(ii) The linear part of the system acts as an efficient 

The describing function methods are based on the 	low pass filter. 
following two assumptions :— 	 As these two conditions are generally not fully satisfied, 

(i) The fundamental component is the dominant 	the describing function method cannot be expected to 
output component of the nonlinear device, 	 yield a high degree of accuracy in system analysis. 
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Figure 9.—Nyquist diagrams for unstable systems. 

The results of experimental simulations indicate that 
in the case of -I-, and *-subharmon.ic instability, the 
calculated value for the critical gain is to within 15 per cent 
of the actual measured value. In the case of 4--sub-
harmonic oscillations however, accurate error analysis 
is difficult to perform, because the onset of instability is 
very gradual. It can be seen from figure 3a that there 
is a high percentage of harmonic content in the -4--subhar-
monic oscillations and therefore 1-subharmonic instability 
analysis would not be very accurate. It appears, how-
ever, that from the results obtained, accuracy of better 
than 30% can be achieved. 

In all cases of subharmonic instability analysis, the 
critical gain values obtained using the describing function 
method are always lower than the measured values. 
Therefore synthesis using the describing function method 
will always result in a conservative and safe design. 

9. Conclusions 
The problems of subharmonic instability in PWM 

Figure 10.—Nyquist diagrams for uncompensated and compensated 
systems. 

feedback systems have been discussed. In particular, 
the basic difference between instability at the -1,--subhar-
monic frequency and instability at the other lower 
subharmouic frequencies is stressed. The describing 
functions for the modulator as computed, have been 
analysed and the results clearly give a qualitative expla-
nation as to the manner in which subliarmonic oscillations 
are generated. 

As an analytical tool, the describing function method 
not only predicts system instability, but it also succeeds 
in determining the order of subharmonic oscillations. 

As a graphical design procedure, the describing function 
always yields an absolute stable system. Furthermore, 
the method can be extended to give the system the 
necessary stability margins by series compensation. 
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